


Cavi per Audio, Video, broadcast, strumenti musicali e non solo... tasker
produce da oltre 30 anni cavi di alta qualita riconosciuti a livello internazionale
per elettronica, telecomunicazioni e per il settore audio professionale, musicale,
broadcast e industriale. Nella scelta di un cavo affidabile, sicuro e funzionante
la discriminante deve essere l'alta qualita del prodotto, dovuta dalla sua origine
e dall’esperienza nella ricerca e nell’'utilizzo di materiali idonei e conformi alla
realizzazione di un prodotto finito. E’ infatti dalla qualita di un cavo che dipende
in parte il buon esito di una rappresentazione teatrale o di un evento musicale.
Questi cavi rispettano gli Standard di Qualita tasker®:

-connettori robusti con innesti di precisione, cavi costruiti con materiali nobili
extra flessibili ed idonei alla trasmissione sonora.

-Eccellente Qualita del rame 0.F.C. dei conduttori multifilari che offre la massima
flessibilita, conducibilita e bassa impedenza.

-L'isolamento del conduttore interno in polietilene espanso assicura minime perdite
e bassa capacita.

-Nuovissimi materiali isolanti ed internamente conduttivi perché addizionati da
minerali che costituiscono un nuovo concetto dinamico di schermatura. In particolare
la schermatura ‘Carbon Screen’ stabilizza significativamente le linee di trasmissione
sonora.

-Una accurata schermatura a treccia di rame coprente fino al 100% che impedisce
la trasmissione di qualsiasi rumore ed interferenza.

-Per le guaine speciali polimeri extra flessibili e duraturi garantiscono una forte
resistenza alla trazione ed all’'uso frequente.

Infine nei cavi audio tutti i collegamenti prevedono che lo schermo sia collegato
con la massa del cavo al fine di evitare distorsioni ed altre interferenze rumorose.
La vasta gamma di prodotti tasker®LIVE per il settore musicale e Broadcast,
vanta spine di alto contenuto tecnologico e speciali elementi di collegamento, tutti
singolarmente controllati e testati e con una forte resistenza alla trazione nei punti pit
critici, che garantiscono una trasmissione sicura ed un segnale ultra pulito mai ottenuto
prima, a partire dallo strumento musicale passando per gli effetti fino all’amplificatore.
La nuova linea tasker®LIVE di cavi assemblati per Strumenti Musicali, Microfoni,
Casse Acustiche ed applicazioni Audio/Video offre una vasta scelta sia per le diverse
metrature, che per i colori e la varieta di modelli, oltre che alla possibilita di realizzare
assemblati su richiesta e personalizzati secondo le specifiche esigenze del cliente.
Tutti i cavetti vengono realizzati artigianalmente da personale qualificato con esperienza
pluriennale, utilizzando connettori di eccellente qualita come ad esempio: Neutrik,
tasker, Lemo che vengono assemblati con cavi audio tasker, garanzia di alte
prestazioni e basse attenuazioni.

In questo modo si consente una riproduzione in Alta Fedelta del segnale audio
evitando fastidiose interferenze e diafonie. | cavi assemblati tasker®LIVE vi daranno
quindi la possibilita di cogliere tutti gli effetti delle vostre composizioni e dei brani
musicali cosi come se foste in un vero studio di registrazione o direttamente
ad un evento Live.

Permaggioriinformazionisullalineatasker®LIVE consultateilnostrosito: www.tasker.it

Cables for Audio, Video, Broadcast, musical instruments and more... tasker has been
producing for over 30 years high quality cables internationally recognized for electronics,
telecommunications and for the professional audio, music, broadcast and industrial fields.
When choosing a reliable, secure and working cable the discriminant must be its
high quality, due to its origin and to the experience in finding and using appropriate
materials and conform for the realization of a finished product. As a matter of fact
the success of a play or a musical event depends in part on the quality of a cable.
These cables meet tasker® Standard of Quality:

-Sturdy connectors with precision grafts, cables manufactured with quality materials
extra flexible and suitable for sound transmission.

-Excellent quality 0.F.C. copper stranded conductors which offers maximum flexibility,
conductivity, and low impedance.

-Isolation of the inner conductor in polyethylene foam ensures minimal loss and
low capacity.

-Brand new insulating materials and internally conductive because of added minerals
that make up a new dynamic concept of shielding. In particular the shield
‘Carbon Screen’ significantly stabilizes the lines of sound transmission.

-An accurate shielding with copper braid covering up to 100%, which prevents the
transmission of any noise and interference.

-For the sheaths, special extra flexible and durable polymers provide a strong draft
strength and frequent use.

Finally, in the audio cables all the connections require the screen to be connected
with the mass of the cable in order to avoid distortions and other noisy interference.
The wide range of products tasker®LIVE for the Music industry and Broadcast, boasts
high-tech plugs and special connecting elements, all individually checked and tested
and with a high draft strength at critical points, which ensure secure transmission and
an ultra clean signal never got before, starting from the instrument to the
amplifier through the effects.

The new line of pre-made cables tasker®LIVE for Musical Instruments, Microphones,
Loudspeakers and Audio/Video applications offers a wide choice for different sizes, for
the colours and the variety of models, as well as the ability to create assemblies on
request and customized to meet specific customer needs.

All cables are handcrafted by skilled personnel with years of experience, using high
quality connectors such as: Neutrik, tasker, Lemo, which are assembled with audio
cables tasker, guarantee high performance and low attenuation.

In this way you will play it in high fidelity audio signal to avoid harmful interference
and crosstalk. The pre-made cables tasker®LIVE will give you the possibility to capture
all effects of your compositions and songs as you would be in a real recording studio or
directly to a live event.

For more information on tasker®LIVE visit our website: www.tasker.it

Kabel fiir Audio, Video, Broadcast, Musikinstrumente und vieles mehr...tasker
produziert seit iber 30 Jahren hochwertigen Kabeln fiir Elektronik, Telekommunikation
und fiir die professionelle Audio-, Musik-, Broadcast- Sektor und Industrie international
anerkannt. Bei der Wahl eines Kabels zuverldssige, sichere und ldufte die
Diskriminante muB die hochwertige Qualitdt eines Produkts sein, aufgrund seiner
Herkunft und Erfahrung bei der Suche und Verwendung geeigneter Materialien
entsprechen der Realisierung eines fertigen Produkts. Das Erfolg eines Theaterstiicks
oder einer musikalischen Veranstaltung héngt zum Teil von die Qualitét eines Kabels.
Diese Kabel erfiillen die Qualitdtsstandards tasker®:

-Robuste Steckverbinder mit Prézision Grafts, Kabel mit hochwertigen Materialien
besonders flexibel und geeignet fiir Toniibertragung hergestellt. Ausgezeichnete Qualitat
von Kupferlitzen 0.F.C., die maximale Flexibilitat, Leitfahigkeit und niedriger Impedanz.
-Isoliermaterialien der Innerleiter in Polyethylenschaum gewdhrleistet minimalen
Verlusten und geringer Kapazitit. Brand new-Dammstoffe und intern leitfahigen
wegen der zugesetzten Mineralstoffe, aus denen sich eine neue dynamische
Konzept der Abschirmung bilden. Insbesondere das Schild ‘Carbon Screen’
deutlich stabilisiert die Linien der Schalliibertragung. .

-Eine genaue Abschirmung mit Kupfer-Geflecht von bis zu 100%, was die Ubertragung
von jeglichem L&rm und Stérungen verhindert.

-Fir den Scheiden, besonderes Extra flexibel und haltbar Polymere bieten eine
starke Zugfestigkeit und héufigen Einsatz. SchlieBlich wird in allen Audio-
Kabel Ubertragen die Verbindungen, die der Schirm mit der Masse der Kabel
angeschlossen ist, um Verzerrungen und andere laute Stérungen zu vermeiden.

Das Sortiment von Produkten tasker® fiir die Industrie-und Broadcast-Music Live,
bietet High-Tech-Stecker und spezielle Verbindungselemente, die alle einzeln ge-
priift und getestet sind, und mit einer hohen Zugfestigkeit an kritischen Punkten,
die eine sichere Ubertragung zu gewdhrleisten und ein ultra sauberes Signal
kam nie vor, beginnend mit dem Instrument in den Verstarker durch die Effekte.
Die neue Linie von Kabel Assemblies tasker®LIVE fiir Musikinstrumente, Mikrofone,
Lautsprecher und Audio / Video Anwendungen bietet eine groBe Auswahl fiir verschiedene
GroBen, fiir die Farben und die Vielfalt der Modelle, sowie die Fahigkeit, Versammlungen
zu schaffen Anfrage und individuell an spezifische Kundenanforderungen zu erfiillen.
Alle Kabel werden in Handarbeit gefertigt von Fachpersonal mit langjahriger Erfahrung
mit hochwertigen Steckverbindern wie: Neutrik, tasker, Lemo, die mit Audio-Kabel
Tasker, die garantiert hohe Leistung und geringe D&mpfung zusammengebaut werden.
Auf diese Weise werden Sie_es in der High Fidelity Audio-Signal spielen
schédliche Interferenzen und Ubersprechen zu vermeiden. Das Prefab Kabel
tasker®LIVE gibt Ihnen die Mdglichkeit, alle Auswirkungen Ihrer Kompositionen und
Lieder, wie Sie es in ein echtes Tonstudio oder direkt an einer Live-Veranstaltung
einzufangen.

Fiir weitere Informationen Uber tasker®LIVE Online- besuchen Sie unsere Website:
www.tasker.it

Cables pour audio, vidéo, diffusion, instruments de musique et plus... tasker produit
depuis 30 ans cables de haute qualité internationalement reconnues, pour
I'électronique, les télécommunications pour le secteur audio professionnel, de la
musique, broadcast et industrielle. Lors du choix d’'un céble fiable, sécurisé et qui
fonctionne bien le discriminant doit &tre un produit de haute qualité, en raison de son
origine et de I'expérience dans la recherche et I'utilisation de matériaux appropriés et
conformes a la réalisation d’un produit fini. Est en effet de la qualité d’un cable qui
dépend en partie le succés d’une représentation de théatre ou un événement musical.
Ces cables répondent a la norme de qualité tasker®:

-Connecteurs robustes avec embrayages de précision, cables fabriqués avec des
matériaux nobles extra flexibles et approprié pour la transmission du son.

La qualité du cuivre 0.F.C. du conducteurs multi fils qui offre une flexibilitt maximale,
conductivité, et une faible impédance.

-Lisolation du conducteur interne en polyéthyléne expansé assure une perte
minimale et une faible capacité.

-Nouveaux matériaux isolants et conducteurs a I'intérieur en raison de minéraux ajoutés
qui forment un nouveau concept dynamique de blindage. En particulier le blindage en
«Carbon Screen» stabilise de maniére significative les lignes de transmission du son.
Un précis blindage - avec tresse de cuivre couvrant jusqu’a 100%, ce qui empéche
la transmission de tout bruit et interférence.

-Pour les gaines spéciales polymeres extra flexibles et durables fournissent une
forte résistance a la traction et & I'utilisation fréquente.

Enfin, dans tous les cables audio tous les connexions prévoient que le blindage est
relié a la masse du céble afin d’éviter les distorsions et autres interférences bruyant.
La large gamme de produits tasker®LIVE pour les secteurs de la Musique et
Broadcast, se vante de fiches de haute technologie et fermetures spéciales, tous
individuellement vérifiés et testés et avec une résistance a la traction élevée aux
points critiques, qui assurent la transmission sécurisée et un signal ultra propre
jamais eu avant, a partir de linstrument a I'amplificateur a travers les effets.
La nouvelle ligne des cables assemblés tasker®LIVE pour Instruments de musique,
microphones, haut-parleurs et applications audio/vidéo offre un large choix soit pour les
tailles différentes que pour les couleurs et la variété des modéles, ainsi que la possibilité
de créer des assemblages sur demande et sur mesure pour répondre aux besoins
spécifiques du client.

Tous les cables assemblés sont fabriqués & la main par du personnel qualifié
avec des années d’expérience, en utilisant des connecteurs de haute qualité tels que:
Neutrik, tasker Lemo, qui sont assemblés avec des cables audio tasker, garanti
de haute performance et faible atténuation.

De cette fagon, vous allez jouer dans la haute fidélité du signal audio afin d’éviter
les interférences nuisibles et la diaphonie.

Les cables assemblés tasker®LIVE vous donneront la possibilité de capturer tous les
effets de vos compositions et des chansons comme vous le feriez dans un vrai studio
d’enregistrement ou directement a un événement live.

Pour plus d’informations sur la ligne tasker®LIVE, visitez notre site Web: www.tasker.it

Cables para Audio, Video,broadcast, instrumentos musicales y mucho més... tasker
fabrica para mas de 30 afios cables de alta calidad reconocidos
internacionalmente para la electrdnica, las telecomunicaciones y para el sector
audio profesional, musical, broadcast y industrial.

A elegir un cable fiable, seguro y funcionante, el discriminante debe ser la
elevada calidad del producto debido a su origen y experiencia en la blsqueda y
utilizacion de materiales adecuados y cumplidos a la realizacion de un producto
final. De hecho, el éxito de un teatro o un evento musical depende de la calidad
de un cable. Estos cables cumplen con los Estandares de calidad tasker®:
-Conectores robustos, con injerto de precision, cables fabricados con materiales
nobles extra-flexibles y adecuados a la transmision del sonido.

-Excelente calidad del cobre 0.F.C. de los conductores trenzados, que ofrece la maxima
flexibilidad, conductividad y baja impedancia.

-El aislamiento del conductor interior en spuma de polietileno asegura una minima
pérdida y baja capacidad.

-Muy nuevos materiales aislantes y conductivos internos, porque afadidos de
minerales que forman un nuevo concepto dindmico de blindaje.

En particular, la pantalla “Carbon Screen” que estabiliza considerablemente las lineas
de transmision de sonido.

-Una cuidada proteccion con malla de cobre trenzado que cubre hasta el 100%,
que impide la transmision de cualquier ruido y interferencias.

-Para las vainas especiales polimeros flexibles y duraderos garantizan una fuerte
resistencia a la traccion y al uso frecuente.

-Por ultimo, en los cables audio todas conexiones requieren que la pantalla sea
conectada con la masa del cable con el fin de evitar distorsiones yinterferencias ruidosas
La amplia gama de productos tasker®LIVE para el sector mdsical y Broadcast, cuenta
conectores de alta tecnologia y speciales elementos de conexion, especiales, todos
individualmente verificados y controlados y con una fuerte resistencia a la traccion en los
puntos mas criticos, que aseguran la transmision de la sefial ultra limpio obtenido nunca
antes, a partir del instrumento musical pasando a través de los efectos a I'amplificador.
La nueva linea de conexiones tasker®LIVE por Instrumentos Musicales,
Micréfonos, Altavoces y Aplicaciones de Audio/Video ofrece una amplia variedad
de tamafios, colores y la variedad de modelos, asi como la posibilidad de producir
conexiones sobre demanday personalizados segun las necesidades especificas del cliente.
Todas las conexiones estan hechas a mano por personal especializado con afios de
experiencia, utilizando conectores de alta calidad tales como: Neutrik, tasker, Lemo,
que se ensamblan con los cables de audio Tasker, un alto rendimiento garantizado
y baja atenuacion.

De esta manera se reproduce en alta fidelidad la sefial de audio evitando la
interferencia y las diafonias.

Las conexiones tasker Live les daran la posibilidad de capturar todos los efectos
de sus composiciones y canciones asi como estar en un auténtico estudio de grabacion
o directamente a un evento Live.

Para obtener mas informacion, visite nuestro sitio web: www.tasker.it
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Group, XLR-XLR

Cable Tasker C114/260
Neutrik NC3FXX — NC3MXX

APPLICATIONS
Flexible low capacity microphone cable, with spiral shield, suitable for the
realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Orange, Transparent Waste filler between conductors
Shield: Spiral covering 100% 0.F.C. red copper

Sheath: PVC
Sheath colours:

TASKER® NOMINAL EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt
C114 2 (22;( szg 8X0,20 15 6,0 100 B 47 75 51 90
MFCH114 BLACK MFCH260 BLUE
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFCH114 BLACK 25M 1 r 4 ~ MFCH260 BLUE 25M 1
MFCH114 BLACK 50M 1 . ] MFCH260 BLUE 50M 1
MFCH114 BLACK 10,0 M 1 ( ‘“‘% ) MFCH260 BLUE 10,0M 1
MFCH114 BLACK 12M 1 ~ MFCH260 BLUE 12M 1
MFCH114 BLACK 24M 1 MFCH260 BLUE 24M 1
MF114 GREY MFCH260 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFCH114 GREY 25M 1 MFCH260 GREEN 25M 1
MFCH114 GREY 50M 1 MFCH260 GREEN 50M 1
MFCH114 GREY 10,0M 1 MFCH260 GREEN 10,0 M 1
MFCH114 GREY 12M 1 MFCH260 GREEN 12M 1
MFCH114 GREY 24M 1 MFCH260 GREEN 24M 1
MFCH260 RED MFCH260 YELLOW
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFCH260 RED 25M 1 MFCH260 YELLOW 25M 1
MFCH260 RED 50M 1 MFCH260 YELLOW 50M 1
MFCH260 RED 10,0M 1 MFCH260 YELLOW 10,0M 1
MFCH260 RED 12M 1 MFCH260 YELLOW 12M 1
MFCH260 RED 24M 1 MFCH260 YELLOW 24M 1




Group, XLR-XLR

Cable Tasker TSK 1026

Neutrik NC3FXX — NC3MXX

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, Transparent

Inner Sheaths: Conductive Carbon Screen
Waste filler between conductors

Total tape: Unweaved Polyester

Shield: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colour: Black

/

NC3FXX

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL INNER | EXTERNAL CABLE REEL OR SPOOL
CODE NUMBER | SECTION | FORMAT. CORE SHEATH DIAMETER COND. NUMBER
mm? mm. 0 mm. 0 mm. @ mm. mt. Type Kg.
2X025 8X0,20 15 19
TSK 1026 2 (25 AWG) 0FC. PE Cosnductwe 6,5 100 B
creen
CONDUCTOR CAPACITY CAPACITY IMPEDANCE VELOCITY OF OPERATIVE
RESISTANCE CORE/CORE CORE/SHIELD PROPAGATION | TEMPERATURE
/Km + 5% pF/mt pF/mt Q+3% % °C
75 80 108 80 85 -15/+70
TSK1026 BLACK
PART NR. COLOR LENGTH PACK. UNIT /—‘
TSK102603 BLACK 25M 1 \
.
TSK102606 BLACK 50M 1 —— P
. 8 E
TSK102609 BLACK 10,0M 1 =
TSK102612 BLACK 12M 1




Group, XLR-XLR

Cable TaskerTSK 1026
Neutrik NC3FXX-BAG — NC3MXX-BAG

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, Transparent

Inner Sheaths: Conductive Carbon Screen
Waste filler between conductors

Total tape: Unweaved Polyester

Shield: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colour: Black

/ >

NC3FXX -BAG NC3MXX -BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL INNER | EXTERNAL CABLE REEL OR SPOOL
CODE NUMBER | SECTION | FORMAT. CORE SHEATH DIAMETER COND. NUMBER
mm? mm. 0 mm. 0 mm. @ mm. mt. Type Kg.
2X025 8X0,20 15 19
TSK 1026 2 (25AW0) 0FC. PE Cosnductwe 6,5 100 B
creen
CONDUCTOR CAPACITY CAPACITY IMPEDANCE VELOCITY OF OPERATIVE
RESISTANCE CORE/CORE CORE/SHIELD PROPAGATION | TEMPERATURE
/Km + 5% pF/mt pF/mt Q+3% % °C
75 80 108 80 85 -15/+70
TSB1026 BLACK
PART NR. COLOR LENGTH PACK. UNIT ~ ~
TSB102603 BLACK 25M 1
S
TSB102606 BLACK 50M 1 —— /
N h
TSB102609 BLACK 10,0M 1 =
TSB102612 BLACK 12M 1




Group, XLR-XLR

Cable Tasker TSK 1028

Neutrik NC3FXX — NC3MXX

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, Transparent

Inner Sheaths: Conductive Carbon Screen
Waste filler between conductors

Total tape: Unweaved Polyester

Shield: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colour: Black

/

NC3FXX

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL INNER | EXTERNAL CABLE REEL OR SPOOL
CODE NUMBER | SECTION | FORMAT. CORE SHEATH DIAMETER COND. NUMBER
mm? mm. 0 mm. 0 mm. @ mm. mt. Type Kg.
2X025 8X0,20 15 19
TSK 1028 2 (25 AWG) 0FC. PE Cosnductwe 6,5 100 B
creen
CONDUCTOR CAPACITY CAPACITY IMPEDANCE VELOCITY OF OPERATIVE
RESISTANCE CORE/CORE CORE/SHIELD PROPAGATION | TEMPERATURE
/Km + 5% pF/mt pF/mt Q+3% % °C
75 80 108 80 85 -15/+70
TSK1028 BLACK
PART NR. COLOR LENGTH PACK. UNIT /—‘
TSK102803 BLACK 25M 1 \
.
TSK102806 BLACK 50M 1 —— P
. 8 E
TSK102809 BLACK 10,0M 1 =
TSK102812 BLACK 12M 1




Group, XLR-XLR

Cable TaskerTSK 1028
Neutrik NC3FXX-BAG — NC3MXX-BAG

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, Transparent

Inner Sheaths: Conductive Carbon Screen
Waste filler between conductors

Total tape: Unweaved Polyester

Shield: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colour: Black

/ >

NC3FXX -BAG NC3MXX -BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL INNER | EXTERNAL CABLE REEL OR SPOOL
CODE NUMBER | SECTION | FORMAT. CORE SHEATH DIAMETER COND. NUMBER
mm? mm. 0 mm. 0 mm. @ mm. mt. Type Kg.
2X025 8X0,20 15 19
TSK 1028 2 (25AW0) 0FC. PE Cosnductwe 6,5 100 B
creen
CONDUCTOR CAPACITY CAPACITY IMPEDANCE VELOCITY OF OPERATIVE
RESISTANCE CORE/CORE CORE/SHIELD PROPAGATION | TEMPERATURE
/Km + 5% pF/mt pF/mt Q+3% % °C
75 80 108 80 85 -15/+70
TSB1028 BLACK
PART NR. COLOR LENGTH PACK. UNIT ~ ~
TSB102803 BLACK 25M 1
S
TSB102806 BLACK 50M 1 —— /
N h
TSB102809 BLACK 10,0M 1 =
TSB102812 BLACK 12M 1




Group, XLR-XLR

Cable Tasker TSK 1042
Neutrik 2x NC3FXX BAG — 2x NC3MXX BAG

APPLICATIONS
Special flat pair cable, more flexible and divisible, suitable for the realization
of professional audio-balanced assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Pair colours: White-Red, White-Blue

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper

/ \ Sheath: PVC .

2xNC3FXX BAG 2xNC3MXX BAG

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0.22
TSK 1042 2X2 ) 28X0,10 11 45X9,1 100 B 6,0 90 75 160 49 -15/+70

MFBAG1042 BLUE-NIGHT
PART NR. COLOR LENGTH PACK. UNIT
MFBAG1042 | BLUE-N. 25M 1
MFBAG1042 | BLUE-N. 50M 1
MFBAG1042 | BLUE-N. 100M 1
MFBAG1042 | BLUE-N. 12Mm 1
MFBAG1042 | BLUE-N. 24M 1




Group, XLR-XLR

Cable Tasker C301
Neutrik NC3FXX BAG — NC3MXX BAG

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile filler between conductors -
Drain wire: 0.F.C. tinned copper

/ \ Shield: Spiral covering 100% 0.F.C. red copper

NC3FXX BAG NC3MXX BAG

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR :cg::é/ CAPACITYCORE/ MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND.NUMBER RESISTANCE CORE SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€301 2 ! )((022);)2 4 28X0,10 11 6,0 100 B 5,0 90 75 160 49 -15/+70
MFBAG301 BLACK MFBAG301 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFBAG301 BLACK 25M 1 ( - MFBAG301 RED 25M 1

MFBAG301 BLACK 50M 1 S ) MFBAG301 RED 50M 1

‘\“1—.
MFBAG301 BLACK 10,0M 1 \ % MFBAG301 RED 10,0 M 1
MFBAG301 BLACK 12M 1 MFBAG301 RED 12M 1
ﬁ MFBAG301 BLACK 24M 1 MFBAG301 RED 24M 1
MFBAG301 YELLOW MFBAG301 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFBAG301 YELLOW 25M 1 MFBAG301 GREEN 25M 1

MFBAG301 YELLOW 50M 1 MFBAG301 GREEN 50M 1

MFBAG301 YELLOW 10,0M 1 MFBAG301 GREEN 10,0M 1

MFBAG301 YELLOW 12M 1 MFBAG301 GREEN 12M 1

MFBAG301 YELLOW 24M 1 MFBAG301 GREEN 24M 1

MFBAG301 BLUE

PART NR. COLOR LENGTH PACK. UNIT

MFBAG301 BLUE 25M 1

MFBAG301 BLUE 50M 1

MFBAG301 BLUE 10,0M 1

MFBAG301 BLUE 12M 1

MFBAG301 BLUE 24M 1

10



Group, XLR-XLR

Cable Tasker C128
Neutrik NC3FXX — NC3MXX

APPLICATIONS
Supreme balanced low capacity microphone cable for audio and Broadcast,
suitable for fixed installation on long distances.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent Waste filler between conductors
Shield: Braided covering 90% 0.F.C. tinned copper

Sheath: PVC

\ Sheath colours: Black, Grey, Red, Green, Blue, Yellow

NC3MXX

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c128 2 (22;( fﬁ; 1xo20 | 17 63 100 | B | 50 60 61 104 49 15470
MFCH128 BLACK MFCH128 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFCH128 BLACK 25M 1 ( MFCH128 RED 25M 1
MFCH128 BLACK 50M 1 \Q /l MFCH128 RED 50M 1
MFCH128 BLACK 10,0M 1 \ % MFCH128 RED 10,0M 1
MFCH128 BLACK 12M 1 MFCH128 RED 12M 1
MFCH128 BLACK 24 M 1 MFCH128 RED 24M 1
MFCH128 YELLOW MFCH128 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFCH128 YELLOW 25M 1 MFCH128 GREEN 25M 1
MFCH128 YELLOW 50M 1 MFCH128 GREEN 50M 1
MFCH128 YELLOW 100M 1 MFCH128 GREEN 10,0M 1
MFCH128 YELLOW 12M 1 MFCH128 GREEN 12M 1
MFCH128 YELLOW 24 M 1 MFCH128 GREEN 24M 1
MFCH128 BLUE MFCH128 GREY
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFCH128 BLUE 25M 1 MFCH128 GREY 25M 1
MFCH128 BLUE 50M 1 MFCH128 GREY 50M 1
MFCH128 BLUE 100M 1 MFCH128 GREY 10,0 M 1
MFCH128 BLUE 12M 1 MFCH128 GREY 12M 1
MFCH128 BLUE 24M 1 MFCH128 GREY 24M 1

11



12

Neutrik NC3FXX — NC3MXX

Cable Tasker C128PUR

Group, XLR-XLR

APPLICATIONS
Supreme balanced low capacity microphone cable for audio and Broadcast,
suitable for fixed installation on long distances.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent Waste filler between conductors
Shield: Braided covering 90% 0.F.C. tinned copper
Sheath: PUR

/ \ Sheath colours: Black

NC3FXX NC3MXX

C 128PUR Supreme balanced microphone cable low capacity with sheath in Halogen Free for audio and broadcast,
suitablefor fixed or mobile installations on long distances.

Cable used for the analogical audio connection of low frequency in recording studios, theatres, conference
rooms,concerts, live show and sport events.

The insulating material in PUR Outdoor Use , Halogen Free allows a safe installation in public buildings and big
areas such as: hospitals, airports, theatres, stadium, sport structures, supermarkets etc.

These cable with PUR-Halogen Free sheath is resistant to: friction, treading, atmospheric agents, UV rays, cold and
hot temperatures (-40°C. / +80°C.) and it is partic ularly suitable for installation in public places and Outdoor.
Suitable to connect tasker® connectors Metal XLR and Jack.

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE

CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE

mm? mm. @ mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C128 PUR 2 2X035 11X0,20 17 6,3 100 B 50 (] 61 104 ] -15/+70
(22 AWG) ' ' " '
MF128PUR

PART NR. COLOR LENGTH PACK. UNIT

M128PUR BLACK 25M 1

MF128PUR | BLACK 50M 1 { »

= )

MF128PUR BLACK 10,0M 1 8 “\:-_t

MF128PUR BLACK 12M 1

MF128PUR BLACK 24M 1




Group, XLR-XLR

Cable Tasker C128
Neutrik NC3FXX BAG — NC3MXX BAG

APPLICATIONS
Supreme balanced low capacity microphone cable for audio and Broadcast,
suitable for fixed installation on long distances.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent Waste filler between conductors
Shield: Braided covering 90% O.F.C. tinned copper

Sheath: PVC

/ \ Sheath colours: Black, Grey, Red, Green, Blue, Yellow

NC3FXX BAG NC3MXX BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c128 2 (22;( fﬁg) 1xo20 | 17 63 100 | B | 50 60 61 104 49 15470
MFCH128 BLACK MFCH128 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFBAG128 BLACK 25M 1 /— 3 MFBAG128 RED 25M 1

MFBAG128 BLACK 50M 1 :‘:‘ /I MFBAG128 RED 50M 1

MFBAG128 BLACK 10,0M 1 \ % MFBAG128 RED 10,0M 1

MFBAG128 BLACK 12M 1 MFBAG128 RED 12M 1

MFBAG128 BLACK 24M 1 MFBAG128 RED 24M 1

MFCH128 YELLOW MFCH128 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFBAG128 YELLOW 25M 1 MFBAG128 GREEN 25M 1

MFBAG128 YELLOW 50M 1 MFBAG128 GREEN 50M 1

MFBAG128 YELLOW 100M 1 MFBAG128 GREEN 10,0 M 1

MFBAG128 YELLOW 12M 1 MFBAG128 GREEN 12M 1

MFBAG128 YELLOW 24M 1 MFBAG128 GREEN 24M 1

MFCH128 BLUE MFCH128 GREY

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFBAG128 BLUE 25M 1 MFBAG128 GREY 25M 1

MFBAG128 BLUE 50M 1 MFBAG128 GREY 50M 1

MFBAG128 BLUE 100M 1 MFBAG128 GREY 10,0 M 1

MFBAG128 BLUE 12M 1 MFBAG128 GREY 12M 1

MFBAG128 BLUE 24M 1 MFBAG128 GREY 24M 1

13



Group, XLR-XLR

Cable Tasker C128PUR
Neutrik NC3FXX BAG — NC3MXX BAG

APPLICATIONS
Supreme balanced low capacity microphone cable for audio and Broadcast,
suitable for fixed installation on long distances.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent Waste filler between conductors
Shield: Braided covering 90% O.F.C. tinned copper

Sheath: PUR

/ \ Sheath colours: Black

NC3FXX BAG NC3MXX BAG

C 128PUR Supreme balanced microphone cable low capacity with sheath in Halogen Free for audio and broadcast,
suitablefor fixed or mobile installations on long distances.

Cable used for the analogical audio connection of low frequency in recording studios, theatres, conference
rooms,concerts, live show and sport events.

The insulating material in PUR Outdoor Use , Halogen Free allows a safe installation in public buildings and big
areas such as: hospitals, airports, theatres, stadium, sport structures, supermarkets etc.

These cable with PUR-Halogen Free sheath is resistant to: friction, treading, atmospheric agents, UV rays, cold and
hot temperatures (-40°C. / +80°C.) and it is partic ularly suitable for installation in public places and Outdoor.
Suitable to connect tasker® connectors Metal XLR and Jack.

14

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE

CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE

mm? mm. @ mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C128 PUR 2 2X0.35 11X0,20 17 6,3 100 B 50 60 61 104 49 -15/+70
(22 AWG) " ' ' '
MFBAG128

PART NR. COLOR LENGTH PACK. UNIT

MF128PUR BLACK 25M 1

MF128PUR | BLACK 50M 1 { »

~— )
MF128PUR BLACK 10,0M 1 \‘Q-':,
' i
MF128PUR BLACK 12M 1
MF128PUR BLACK 24M 1




Group, XLR-XLR

Cable Tasker C128
Neutrik NC3FRX — NC3MXX

APPLICATIONS
Supreme balanced low capacity microphone cable for audio and Broadcast,
suitable for fixed installation on long distances.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent Waste filler between conductors
Shield: Braided covering 90% 0.F.C. tinned copper

Sheath: PVC

Sheath colours: Black, Grey, Red, Green, Blue, Yellow

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c128 2 (22;( fﬁg) 1xo20 | 17 63 100 | B | 50 60 61 104 49 15470
MFRCH128 BLACK MFRCH128 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFRCH128 BLACK 25M 1 /— 3 MFRCH128 RED 25M 1

MFRCH128 BLACK 50M 1 :‘:‘ /I MFRCH128 RED 50M 1

MFRCH128 BLACK 10,0 M 1 \ % MFRCH128 RED 10,0M 1

MFRCH128 BLACK 12M 1 MFRCH128 RED 12M 1

MFRCH128 BLACK 24M 1 MFRCH128 RED 24M 1

MFRCH128 YELLOW MFRCH128 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFRCH128 YELLOW 25M 1 MFRCH128 GREEN 25M 1

MFRCH128 YELLOW 50M 1 MFRCH128 GREEN 50M 1

MFRCH128 YELLOW 100M 1 MFRCH128 GREEN 10,0M 1

MFRCH128 YELLOW 12M 1 MFRCH128 GREEN 12M 1

MFRCH128 YELLOW 24M 1 MFRCH128 GREEN 24M 1

MFRCH128 BLUE MFRCH128 GREY

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MFRCH128 BLUE 25M 1 MFRCH128 GREY 25M 1

MFRCH128 BLUE 50M 1 MFRCH128 GREY 50M 1

MFRCH128 BLUE 100M 1 MFRCH128 GREY 10,0 M 1

MFRCH128 BLUE 12M 1 MFRCH128 GREY 12M 1

MFRCH128 BLUE 24M 1 MFRCH128 GREY 24M 1

15



Group, XLR-XLR

Cable Tasker C128
Neutrik NC3FRX BAG — NC3MXX BAG

APPLICATIONS
Supreme balanced low capacity microphone cable for audio and Broadcast,
suitable for fixed installation on long distances.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent Waste filler between conductors
Shield: Braided covering 90% O.F.C. tinned copper

Sheath: PVC

/ Sheath colours: Black, Grey, Red, Green, Blue, Yellow

NC3FRX

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c128 2 (22;( m‘;’) 1xo20 | 17 63 100 | B | 50 60 61 104 49 15470
MFRBAG128 BLACK MFRBAG128 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFRBAG128 BLACK 25M 1 ( - MFRBAG128 RED 25M 1
MFRBAG128 BLACK 50M 1 * ) MFRBAG128 RED 50M 1
MFRBAG128 BLACK 10,0M 1 N\ % MFRBAG128 RED 10,0M 1
MFRBAG128 BLACK 12M 1 MFRBAG128 RED 12M 1
ﬁ MFRBAG128 BLACK 24M 1 MFRBAG128 RED 24M 1
MFRBAG128 YELLOW MFRBAG128 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFRBAG128 | YELLOW 25M 1 MFRBAG128 GREEN 25M 1
MFRBAG128 | YELLOW 50M 1 MFRBAG128 GREEN 50M 1
MFRBAG128 | YELLOW 100M 1 MFRBAG128 GREEN 10,0M 1
MFRBAG128 | YELLOW 12M 1 MFRBAG128 GREEN 12M 1
MFRBAG128 | YELLOW 24 M 1 MFRBAG128 GREEN 24M 1
MFRBAG128 BLUE MFRBAG128 GREY
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFRBAG128 BLUE 25M 1 MFRBAG128 GREY 25M 1
MFRBAG128 BLUE 50M 1 MFRBAG128 GREY 50M 1
MFRBAG128 BLUE 100M 1 MFRBAG128 GREY 10,0M 1
MFRBAG128 BLUE 12M 1 MFRBAG128 GREY 12M 1
MFRBAG128 BLUE 24M 1 MFRBAG128 GREY 24M 1

16



Group, XLR-XLR

Cable Tasker C196
Neutrik NC3FXX BAG — NC3MXX BAG

APPLICATIONS
Professional balanced microphone audio cable for Broadcast, suitable for
fixed installation on long distances.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent Inner sheath between cores and shield
Shield: Braided covering 95% O.F.C. tinned copper

Sheath: PVC

Sheath colour: Transparent

/ N

NC3FXX BAG NC3MXX BAG

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C196 2 2X0,50 16X0,20 21 7,0 100 B 6,7 45 56 95 49 -15/+70
(20 AWG)
MFR196 TRANSPARENT

PART NR. COLOR LENGTH PACK. UNIT

MFR196 TRANSP. 25M 1

MFR196 TRANSP. 50M 1

MFR196 TRANSP. 10,0M 1

MFR196 TRANSP. 12M 1

MFR196 TRANSP. 24M 1

17



Neutrik NCSFXX — NC5SMXX

/

NCSFXX

~

NC5MXX

Group, XLR-XLR

Cable Tasker C287 Audio Quad cable

APPLICATIONS
Professional audio QUAD cable for Broadcast. Cable with two pairs for
double balancing between the conductors and the total shield.

CHARACTERISTICS

Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE

Pair colours: Trasparent-Red, Transparent-Blue Waste filler between
conductors Total taping in unweaved polyester

Shield: Braided covering 100% O.F.C. tinned copper

Sheath: PVC

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0,22
C287 2X2 (24 AWG) 28X0,10 11 6,6 100 B 6,0 90 65 120 49 -15/+70
MFCH287 GREY MFCH287 BLACK
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MFCH287 GREY 25M 1 MFCH287 BLACK 25M 1 -~ =
MFCH287 GREY 50M 1 MFCH287 BLACK 50M 1
MFCH287 GREY 10,0M 1 MFCH287 BLACK 10,0M 1 h )
=
MFCH287 GREY 12M 1 MFCH287 | BLACK 12M 1 =
ﬁ MFCH287 GREY 18M 1 MFCH287 BLACK 18M 1
] MFCH287 GREY 24M 1 MFCH287 BLACK 24M 1

18



Group, XLR-Bantam

Cable Tasker G280
Neutrik NC3FXX — NP3TT-P

APPLICATIONS
Balanced microphone audio cable for wiring applications.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile fillers between conductors Total
taping in unweaved polyester

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper

Sheath: PVC

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0,22
€280 2 24 AWG) 28X0,20 11 438 100 B 35 90 75 160 49 -15/+70
FXXNPTT BLUE

PART NR. COLOR LENGTH PACK. UNIT

FXXNPTT BLACK 0.90 M 1

19



Neutrik NC3MXX — NP3TT-P

Cable Tasker G280

Group, XLR-Bantam

APPLICATIONS
Balanced microphone audio cable for wiring applications.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile fillers between conductors Total
taping in unweaved polyester

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% O.F.C. red copper

Sheath: PVC

20

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0,22
€280 2 24 AWG) 28X0,20 11 438 100 B 35 90 75 160 49 -15/+70
MXXNPTT BLUE
PART NR. COLOR LENGTH PACK. UNIT
MXXNPTT BLUE 0.90M



Group, XLR-Bantam

Cable Tasker G280
Neutrik NC3MXX — NP3TB-B

APPLICATIONS
Balanced microphone audio cable for wiring applications.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile fillers between conductors Total
taping in unweaved polyester

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper

Sheath: PVC

NP3TB-B

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0,22
€280 2 24 AWG) 28X0,20 11 438 100 B 35 90 75 160 49 -15/+70
FXXNPTBB

PART NR. COLOR LENGTH PACK. UNIT

MXXNPTBB BLUE 150M 1
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Group, Bantam

Cable Tasker C301
Neutrik NP3TT-AU-B — NP3TT-AU-B

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent
Textile filler between conductors

/ \ Drain wire: 0.F.C. tinned copper

NP3TT-AU-B NP3TT-AU-B

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
301 2 ! )((0222)2 4 28X0,10 11 6,0 100 B 50 90 75 160 49 -15/+70
BNPTTAU3 BLACK BNPTTAU3 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
BNPTTAU3 BLACK 05M 1 ( - BNPTTAU3 RED 05M 1
BNPTTAU3 BLACK 1.0M 1 N ) BNPTTAU3 RED 1.0M 1
‘\‘“-\-.
BNPTTAU3 BLACK 20M 1 \ % BNPTTAU3 RED 20M 1
BNPTTAU3 BLACK 25M 1 BNPTTAU3 RED 25M 1
BNPTTAU3 BLACK 50M 1 BNPTTAU3 RED 50M 1
BNPTTAU3 YELLOW BNPTTAU3 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
BNPTTAU3 YELLOW 05M 1 BNPTTAU3 GREEN 05M 1
BNPTTAU3 YELLOW 1.0M 1 BNPTTAU3 GREEN 1.0M 1
BNPTTAU3 YELLOW 20M 1 BNPTTAU3 GREEN 20M 1
BNPTTAU3 YELLOW 25M 1 BNPTTAU3 GREEN 25M 1
BNPTTAU3 YELLOW 50M 1 BNPTTAU3 GREEN 50M 1
BNPTTAU3 BLUE
PART NR. COLOR LENGTH PACK. UNIT
BNPTTAU3 BLUE 05M 1
BNPTTAU3 BLUE 1.0M 1
BNPTTAU3 BLUE 20M 1
BNPTTAU3 BLUE 25M 1
BNPTTAU3 BLUE 50M 1




Group, Bantam

Cable Tasker C280
Neutrik NP3TT-1 -B — NP3TT-1 -B

APPLICATIONS
Balanced microphone audio cable for wiring applications.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent

Textile fillers between conductors

Total taping in unweaved polyester

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colour: Blue

TASKER® | COND. NOMINAL COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE

CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0,22
€280 2 24ANG) 28X0,20 1,1 48 100 B 35 90 75 160 49 -15/+70
BNP3TT280 BLUE
PART NR. COLOR LENGTH PACK. UNIT

BNP3TT280 BLUE 05M 1

BNP3TT280 BLUE 1.0M 1

BNP3TT280 BLUE 20M 1

BNP3TT280 BLUE 25M 1

BNP3TT280 BLUE 50M 1
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Group, XLR-Jack Balanced

Cable Tasker C301

Neutrik NC3FXX BAG — NP3X BAG

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent Textile filler between conductors -
Drain wire: 0.F.C. tinned copper

/ \ Shield: Spiral covering 100% 0.F.C. red copper

NC3FXX BAG NP3X BAG

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR :cg::é/ CAPACITYCORE/ MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND.NUMBER RESISTANCE CORE SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€301 2 ! )((022);)2 4 28X0,10 11 6,0 100 B 5,0 90 75 160 49 -15/+70
FXXNP301 BLACK FXXNP301 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
FXXNP301 BLACK 1.0M 1 ( - FXXNP301 RED 1.0M 1
FXXNP301 BLACK 20M 1 S ) FXXNP301 RED 20M 1
‘\“1—.
FXXNP301 BLACK 25M 1 \ % FXXNP301 RED 25M 1
FXXNP301 BLACK 50M 1 FXXNP301 RED 50M 1
: FXXNP301 BLACK 80M 1 FXXNP301 RED 80M 1
>
®) FXXNP301 YELLOW FXXNP301 GREEN
8 PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
FXXNP301 YELLOW 1.0M 1 FXXNP301 GREEN 1.0M 1
FXXNP301 YELLOW 20M 1 FXXNP301 GREEN 20M 1
FXXNP301 YELLOW 25M 1 FXXNP301 GREEN 25M 1
FXXNP301 YELLOW 50M 1 FXXNP301 GREEN 50M 1
FXXNP301 YELLOW 80M 1 FXXNP301 GREEN 80M 1

FXXNP301 BLUE
PART NR. COLOR LENGTH PACK. UNIT

FXXNP301 BLUE 1.0M 1
FXXNP301 BLUE 20M 1
FXXNP301 BLUE 25M 1
FXXNP301 BLUE 50M 1
FXXNP301 BLUE 80M 1
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Group, XLR-Jack Balanced

Cable Tasker C301
Neutrik NC3FXX BAG — NP3RX BAG

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent Textile filler between conductors -
Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper
D ) " ;

/ o

NC3FXX BAG NP3RX BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR .?c:::é-/ CAPACITYCORE/ MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND.NUMBER RESISTANCE CORE SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c301 2 |1 ’((022’;)24 28X010 | 1. 60 100 | B | 50 9% 75 160 49 15/470
FXXRX301 BLACK FXXRX301 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
FXXRX301BAG BLACK 1.0M 1 /_ 3 FXXRX301 RED 1.0M 1
FXXRX301BAG BLACK 20M 1 :::‘ /I FXXRX301 RED 20M 1
FXXRX301BAG BLACK 25M 1 \ % FXXRX301 RED 25M 1
FXXRX301BAG BLACK 50M 1 FXXRX301 RED 50M 1
FXXRX301BAG BLACK 8.0M 1 FXXRX301 RED 8.0M 1 g)J
%)
FXXRX301 YELLOW FXXRX301 GREEN 8
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT 8
FXXRX301 YELLOW 1.0M 1 FXXRX301 GREEN 1.0M 1
FXXRX301 YELLOW 20M 1 FXXRX301 GREEN 20M 1
FXXRX301 YELLOW 25M 1 FXXRX301 GREEN 25M 1
FXXRX301 YELLOW 50M 1 FXXRX301 GREEN 50M 1
FXXRX301 YELLOW 8.0M 1 FXXRX301 GREEN 8.0M 1
FXXRX301 BLUE
PART NR. COLOR LENGTH PACK. UNIT
FXXRX301 BLUE 1.0M 1
FXXRX301 BLUE 20M 1
FXXRX301 BLUE 1.0M 1
FXXRX301 BLUE 25M 1
FXXRX301 BLUE 8.0M 1
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NC3MXX BAG

Cable Tasker C301

Neutrik NC3MXX BAG — NP3X BAG

~

NP3X BAG

Group, XLR-Jack Balanced

APPLICATIONS
Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the

realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile filler between conductors
Drain wire: 0.F.C. tinned copper
Shield: Spiral covering 100% O.F.C. red copper

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€301 2 ! )((022);)2 4 28X0,10 11 6,0 100 B 50 90 75 160 49 -15/+70
MXXNP301 BLACK MXXNP301 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MXXNP301BAG |  BLACK 1.0M 1 ( - MXXNP301 RED 1.0M 1
MXXNP301BAG |  BLACK 20M 1 S ) MXXNP301 RED 20M 1

‘\“1—.
MXXNP301BAG |  BLACK 25M 1 \ % MXXNP301 RED 25M 1
MXXNP301BAG |  BLACK 50M 1 MXXNP301 RED 50M 1
MXXNP301BAG |  BLACK 10.0M 1 MXXNP301 RED 10.0M 1
MXXNP301 YELLOW MXXNP301 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MXXNP301 YELLOW 1.0M 1 MXXNP301 GREEN 1.0M 1

MXXNP301 YELLOW 20M 1 MXXNP301 GREEN 20M 1

MXXNP301 YELLOW 25M 1 MXXNP301 GREEN 25M 1

MXXNP301 YELLOW 50M 1 MXXNP301 GREEN 50M 1

MXXNP301 YELLOW 10.0M 1 MXXNP301 GREEN 10.0M 1

MXXNP301 BLUE

PART NR. COLOR LENGTH PACK. UNIT

MXXNP301 BLUE 1.0M 1

MXXNP301 BLUE 20M 1

MXXNP301 BLUE 25M 1

MXXNP301 BLUE 50M 1

MXXNP301 BLUE 10.0M 1




Group, XLR-Jack Balanced

Cable Tasker C301
Neutrik NC3MXX BAG — NP3RX BAG

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent Textile filler between conductors -
Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper
D ) " ;

/ o

NC3MXX BAG NP3RX BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR .?c:::é-/ CAPACITYCORE/ MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND.NUMBER RESISTANCE CORE SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c301 2 |1 ’((022’;)24 28X010 | 1. 60 100 | B | 50 9% 75 160 49 15/470
MXXRX301 BLACK MXXRX301 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MXXRX301BAG BLACK 1.0M 1 /_ 3 MXXRX301 RED 1.0M 1
MXXRX301BAG BLACK 20M 1 :::‘ /I MXXRX301 RED 20M 1
MXXRX301BAG BLACK 25M 1 \ % MXXRX301 RED 25M 1
MXXRX301 BLACK 50M 1 MXXRX301 RED 50M 1
MXXRX301BAG BLACK 10.0M 1 MXXRX301 RED 10.0M 1 &-;
o)
MXXRX301 YELLOW MXXRX301 GREEN (33

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT 8
MXXRX301 YELLOW 1.0M 1 MXXRX301 GREEN 1.0M 1

MXXRX301 YELLOW 20M 1 MXXRX301 GREEN 20M 1

MXXRX301 YELLOW 25M 1 MXXRX301 GREEN 25M 1

MXXRX301 YELLOW 50M 1 MXXRX301 GREEN 50M 1

MXXRX301 YELLOW 10.0M 1 MXXRX301 GREEN 10.0M 1

MXXRX301 BLUE

PART NR. COLOR LENGTH PACK. UNIT

MXXRX301 BLUE 1.0M 1

MXXRX301 BLUE 20M 1

MXXRX301 BLUE 25M 1

MXXRX301 BLUE 50M 1

MXXRX301 BLUE 10.0M 1
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Group, XLR-Jack Unbalanced

Cable Tasker C301
Neutrik NC3FXX BAG — NP2X BAG

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent Textile filler between conductors
Drain wire: 0.F.C. tinned copper
\ Shield: Spiral covering 100% O.F.C. red copper

/ NP2X BAG
NC3FXX BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c301 2 |1 ’((022’524 28X010 | 1. 60 100 | B | 50 9% 75 160 49 15/470
FXXN2301 BLACK FXXN2301 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
FXXN2301BAG BLACK 1.0M 1 ( - FXXN2301 RED 1.0M 1
FXXN2301BAG BLACK 20M 1 E ) FXXN2301 RED 20M 1
FXXN2301BAG BLACK 25M 1 \ % FXXN2301 RED 25M 1
FXXN2301BAG BLACK 50M 1 FXXN2301 RED 50M 1
g FXXN2301BAG BLACK 10.0M 1 FXXN2301 RED 10.0M 1
(o}
% FXXN2301 YELLOW FXXN2301 GREEN
2 PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
8 FXXN2301 YELLOW 1.0M 1 FXXN2301 GREEN 1.0M 1
Q FXXN2301 YELLOW 20M 1 FXXN2301 GREEN 20M 1
FXXN2301 YELLOW 25M 1 FXXN2301 GREEN 25M 1
FXXN2301 YELLOW 50M 1 FXXN2301 GREEN 50M 1
FXXN2301 YELLOW 10.0M 1 FXXN2301 GREEN 10.0M 1
FXXN2301 BLUE
PART NR. COLOR LENGTH PACK. UNIT
FXXN2301 BLUE 1.0M 1
FXXN2301 BLUE 20M 1
FXXN2301 BLUE 25M 1
FXXN2301 BLUE 50M 1
FXXN2301 BLUE 10.0M 1




Group, XLR-Jack Unbalanced

Cable Tasker C301
Neutrik NC3MXX BAG — NP2X BAG

APPLICATIONS
Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile filler between conductors
Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% O.F.C. red copper

Double Sheath: Double different density PVC

Sheath colours: Black, Yellow, Blue, Red, Green

TASKER® | COND. NOMINAL COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
301 2 ! )5022);)2 4 28X0,10 11 6,0 100 B 5,0 90 75 160 49 -15/+70
MXXN2301 BLACK MXXN2301 RED
PART NR. COLOR LENGTH PACK. UNIT — PART NR. COLOR LENGTH PACK. UNIT —
MXXN2301BAG BLACK 1.0M 1 MXXN2301 RED 1.0M 1 :|U
MXXN2301BAG BLACK 20M 1 MXXN2301 RED 20M 1 [
MXXN2301BAG BLACK 25M 1 L :-: ' MXXN2301 RED 25M 1 8
MXXN2301BAG BLACK 50M 1 h MXXN2301 RED 50M 1 A
MXXN2301BAG BLACK 10.0M 1 MXXN2301 RED 10.0M 1 g
O
MXXN2301 YELLOW MXXN2301 GREEN g)—)
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT C:))
MXXN2301 YELLOW 1.0M 1 MXXN2301 GREEN 1.0M 1 (©)
MXXN2301 YELLOW 20M 1 MXXN2301 GREEN 20M 1 Q
MXXN2301 YELLOW 25M 1 MXXN2301 GREEN 25M 1
MXXN2301 YELLOW 50M 1 MXXN2301 GREEN 50M 1
MXXN2301 YELLOW 10.0M 1 MXXN2301 GREEN 10.0M 1
MXXN2301 BLUE
PART NR. COLOR LENGTH PACK. UNIT
MXXN2301 BLUE 1.0M 1
MXXN2301 BLUE 20M 1
MXXN2301 BLUE 25M 1
MXXN2301 BLUE 50M 1
MXXN2301 BLUE 10.0M 1
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Group, XLR-Jack Unbalanced

Cable Tasker C301

Neutrik NC3FXX BAG — NP2RX BAG

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent Textile filler between conductors -
Drain wire: 0.F.C. tinned copper

/ \ Shield: Spiral covering 100% 0.F.C. red copper

NC3FXX BAG NP2RX BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR :cgggé-/ CAPACITYCORE/ MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND.NUMBER RESISTANCE CORE SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c301 2 |1 ’((022’;)24 28X010 | 1. 60 100 | B | 50 9% 75 160 49 15/470
FXXRX301 BLACK FXXRX301 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
FXXRX301BAG BLACK 1.0M 1 ( - FXXRX301 RED 1.0M 1
FXXRX301BAG BLACK 20M 1 * ) FXXRX301 RED 20M 1
FXXRX301BAG BLACK 25M 1 8 % FXXRX301 RED 25M 1
FXXRX301BAG BLACK 50M 1 FXXRX301 RED 50M 1
: FXXRX301BAG BLACK 10.0M 1 FXXRX301 RED 10.0M 1
QO
o) FXXRX301 YELLOW FXXRX301 GREEN
8 PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
D FXXRX301 YELLOW 1.0M 1 FXXRX301 GREEN 1.0M 1
Q FXXRX301 YELLOW 20M 1 FXXRX301 GREEN 20M 1
FXXRX301 YELLOW 25M 1 FXXRX301 GREEN 25M 1
FXXRX301 YELLOW 50M 1 FXXRX301 GREEN 50M 1
FXXRX301 YELLOW 10.0M 1 FXXRX301 GREEN 10.0M 1
FXXRX301 BLUE
PART NR. COLOR LENGTH PACK. UNIT
FXXRX301 BLUE 1.0M 1
FXXRX301 BLUE 20M 1
FXXRX301 BLUE 25M 1
FXXRX301 BLUE 50M 1
FXXRX301 BLUE 10.0M 1




Group, XLR-Jack Unbalanced

Cable Tasker C301
Neutrik NC3MXX BAG — NP2RX BAG

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent Textile filler between conductors -
Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper
D ) " ;

/ o

NC3MXX BAG NP2RX BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR .?c:::é-/ CAPACITYCORE/ MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND.NUMBER RESISTANCE CORE SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c301 2 |1 ’((022’;)24 28X010 | 1. 60 100 | B | 50 9% 75 160 49 15/470
MXNRX301 BLACK MXNRX301 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MXNRX301BAG BLACK 1.0M 1 /_ 3 MXNRX301 RED 1.0M 1
MXNRX301BAG BLACK 20M 1 :::‘ /I MXNRX301 RED 20M 1
MXNRX301BAG BLACK 25M 1 \ % MXNRX301 RED 25M 1
MXNRX301BAG BLACK 50M 1 MXNRX301 RED 50M 1
MXNRX301BAG BLACK 10.0M 1 MXNRX301 RED 10.0M 1 g
O
MXNRX301 YELLOW MXNRX301 GREEN g)—)
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT 8
MXNRX301 YELLOW 1.0M 1 MXNRX301 GREEN 1.0M 1 (©)
MXNRX301 YELLOW 20M 1 MXNRX301 GREEN 20M 1 Q
MXNRX301 YELLOW 25M 1 MXNRX301 GREEN 25M 1
MXNRX301 YELLOW 50M 1 MXNRX301 GREEN 50M 1
MXNRX301 YELLOW 10.0M 1 MXNRX301 GREEN 10.0M 1
MXNRX301 BLUE
PART NR. COLOR LENGTH PACK. UNIT
MXNRX301 BLUE 1.0M 1
MXNRX301 BLUE 20M 1
MXNRX301 BLUE 25M 1
MXNRX301 BLUE 50M 1
MXNRX301 BLUE 10.0M 1
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X-B — NP3X-B

Cable Tasker G280

Group, Jack-Jack Balanced

APPLICATIONS
Balanced microphone audio cable for wiring applications.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile fillers between conductors
Total taping in unweaved polyester

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper

Sheath: PVC

Q
)
@)
@
o
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TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X022
€280 2 Y 28X0,20 1,1 438 100 B 35 90 75 160 49 -15/+70
NP3BNP3B BLUE
PART NR. COLOR LENGTH PACK. UNIT
NP3BNP3B BLUE 03M 1
NP3BNP3B BLUE 06M 1
NP3BNP3B BLUE 09M 1




Group, Jack-Jack Balanced

Cable Tasker G280
Neutrik NP3RX-B — NP3RX-B

h’ APPLICATIONS
Balanced microphone audio cable for wiring applications.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile fillers between conductors
Total taping in unweaved polyester

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% O.F.C. red copper

Sheath: PVC

NP3RX-B

NP3RX-B

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0,22
€280 2 ) 28X0,20 1,1 438 100 B 35 90 75 160 49 -15/+70
NP3RXP3B BLUE

PART NR. COLOR LENGTH PACK. UNIT

NP3RXP3B BLUE 03M 1

NP3RXP3B BLUE 06M 1

NP3RXP3B BLUE 09M 1
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Group, Jack-Jack Balanced

Cable Tasker G280
— NP3X-BAG

APPLICATIONS
Balanced microphone audio cable for wiring applications.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile fillers between conductors
Total taping in unweaved polyester

Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper

Sheath: PVC

NP3X-BAG NP3X-BAG

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
2X2X0,22
€280 2 ) 28X0,20 1,1 438 100 B 35 90 75 160 49 -15/+70
NP3NBAG BLUE
PART NR. COLOR LENGTH PACK. UNIT
NP3NBAG BLUE 03M 1
NP3NBAG BLUE 06M 1
NP3NBAG BLUE 09M 1

Q
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Group, Jack-Jack Balanced

Cable Tasker C301

Neutrik NP2X-NP2X

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact XLPE
Core colours: Red, Transparent Textile filler between conductors -
Drain wire: 0.F.C. tinned copper

Shield: Spiral covering 100% 0.F.C. red copper
D ) " ;

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR .?c:::é-/ CAPACITYCORE/ MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND.NUMBER RESISTANCE CORE SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c301 2 |1 ’((022’;)24 28X010 | 1. 60 100 | B | 50 9% 75 160 49 15/470
NP3XB301 BLACK NP3XB301 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

NP3XB301 BLACK 25M 1 /_ 3 NP3XB301 RED 25M 1

NP3XB301 BLACK 50M 1 :::‘ /I NP3XB301 RED 50M 1

NP3XB301 BLACK 10,0 M 1 \ % NP3XB301 RED 10,0M 1

NP3XB301 BLACK 12M 1 NP3XB301 RED 12M 1 -~

NP3XB301 BLACK 24M 1 NP3XB301 RED 24M 1 g)J
%)

NP3XB301 YELLOW NP3XB301 GREEN >

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT 8

NP3XB301 YELLOW 25M 1 NP3XB301 GREEN 25M 1 Q

NP3XB301 YELLOW 50M 1 NP3XB301 GREEN 50M 1

NP3XB301 YELLOW 100M 1 NP3XB301 GREEN 10,0M 1

NP3XB301 YELLOW 12M 1 NP3XB301 GREEN 12M 1

NP3XB301 YELLOW 24M 1 NP3XB301 GREEN 24M 1

NP3XB301 BLUE

PART NR. COLOR LENGTH PACK. UNIT

NP3XB301 BLUE 25M 1

NP3XB301 BLUE 50M 1

NP3XB301 BLUE 100M 1

NP3XB301 BLUE 12M 1

NP3XB301 BLUE 24M 1
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NP3X BAG

Cable Tasker C301

Neutrik NP3X BAG — NP3X BAG

~

NP3X BAG

Group, Jack-Jack Balanced

APPLICATIONS
Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the

realization of audio assembly.

CHARACTERISTICS
Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile filler between conductors
Drain wire: 0.F.C. tinned copper
Shield: Spiral covering 100% O.F.C. red copper

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€301 2 ! )((022);)2 4 28X0,10 11 6,0 100 B 5,0 90 75 160 49 -15/+70
NP3XBAG BLACK NP3XBAG RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

NP3XBAG BLACK 25M 1 ( - NP3XBAG RED 25M 1

NP3XBAG BLACK 50M 1 S ) NP3XBAG RED 50M 1

‘\“1—.

NP3XBAG BLACK 10,0M 1 \ % NP3XBAG RED 10,0 M 1

NP3XBAG BLACK 12M 1 NP3XBAG RED 12M 1

NP3XBAG BLACK 24M 1 NP3XBAG RED 24M 1

NP3XBAG YELLOW NP3XBAG GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

NP3XBAG YELLOW 25M 1 NP3XBAG GREEN 25M 1

NP3XBAG YELLOW 50M 1 NP3XBAG GREEN 50M 1

NP3XBAG YELLOW 10,0M 1 NP3XBAG GREEN 10,0M 1

NP3XBAG YELLOW 12M 1 NP3XBAG GREEN 12M 1

NP3XBAG YELLOW 24M 1 NP3XBAG GREEN 24M 1

NP3XBAG BLUE

PART NR. COLOR LENGTH PACK. UNIT

NP3XBAG BLUE 25M 1

NP3XBAG BLUE 50M 1

NP3XBAG BLUE 10,0M 1

NP3XBAG BLUE 12M 1

NP3XBAG BLUE 24M 1




Group, Jack-Jack Unbalanced

Cable Tasker C195 Transparant

Neutrik NP2RX-B — NP2RX-B

APPLICATIONS
Unbalanced microphone cable and for sound reproduction.

CHARACTERISTICS

Conductor: 0.F.C. tinned copper

Cond. insulation: Compact PE

Core colour: Transparent

Shield: Braided covering 100% O.F.C. tinned copper
Sheath: PVC

Sheath colour: Transparent

~

NP2RX-B

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
1X0,50
C195 1 (20AWG) 16X0,20 21 6,0 100 B 4,2 45 130 49 -15/+70
NP2195 TRANSPARANT
PART NR. COLOR LENGTH PACK. UNIT
NP2195 TRANSP. 03M 1
NP2195 TRANSP. 06M 1
NP2195 TRANSP. 09M 1

paouerequN
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Group, Jack-Jack Unbalanced

Cable Tasker C209
Neutrik NP2XB — NP2XB

APPLICATIONS
Professional unbalanced microphone cable and for sound reproduction.

CHARACTERISTICS

Conductor: 0.F.C. red copper

Cond. insulation: PVC

Core colour: White

Inner cotton: Braided covering 95%

Shield: Braided covering 95% O.F.C. tinned copper
Sheath: PVC

Sheath colours: Black, Red, Blue, Yellow, Green

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€209 1 1X0.75 24X0,20 3,0 6,2 100 B 53 30 236 49 -15/+70
(18 AWG) ’ ’ ’ i
NP2XB209 BLACK NP2XB209 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NP2XB209 BLACK 25M 1 ( - NP2XB209 RED 25M 1
NP2XB209 BLACK 50M 1 * ) NP2XB209 RED 50M 1
NP2XB209 BLACK 10,0M 1 \ % NP2XB209 RED 10,0 M 1
NP2XB209 BLACK 12M 1 NP2XB209 RED 12M 1
NP2XB209 BLACK 24M 1 NP2XB209 RED 24M 1
Q_) NP2XB209 YELLOW NP2XB209 GREEN
% PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
8 NP2XB209 | YELLOW 25M 1 NP2XB209 GREEN 25M 1
o NP2XB209 | YELLOW 50M 1 NP2XB209 GREEN 50M 1
NP2XB209 | YELLOW 10,0M 1 NP2XB209 GREEN 10,0M 1
NP2XB209 | YELLOW 12M 1 NP2XB209 GREEN 12M 1
NP2XB209 | YELLOW 24M 1 NP2XB209 GREEN 24M 1
NP2XB209 BLUE
PART NR. COLOR LENGTH PACK. UNIT
NP2XB209 BLUE 25M 1
NP2XB209 BLUE 50M 1
NP2XB209 BLUE 10,0M 1
NP2BX209 BLUE 12M 1
NP2BX209 BLUE 24M 1




Group, Jack-Jack Guitar Cable

Cable Tasker G285
Neutrik NP2X — NP2X

APPLICATIONS
Flexible cable with inner sheath in conductive
PVC, for guitars and musical instruments.

CHARACTERISTICS

Conductor: 0.F.C. tinned copper

Cond. insulation: PPE

Core colour: White

Inner sheath: Special conductive PVC

Shield: Spiral covering 100% 0.F.C. red copper
Sheath: PVC

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
1X0,50
€285 1 (20 AWG) 7X0,30 17 6,2 100 B 4,6 45 110 49 -15/+70
TG2855 BLACK
PART NR. COLOR LENGTH PACK. UNIT |
\ |
TG285503 BLACK 25M 1
= /
TG285506 | BLACK 50M 1 V=
TG285509 BLACK oM 1
TG285512 BLACK 12M 1

Jeyng
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Group, Jack-Jack Guitar Cable

Cable Tasker G285
Neutrik NP2X-B — NP2X-B

APPLICATIONS
Flexible cable with inner sheath in conductive
PVC, for guitars and musical instruments.

CHARACTERISTICS

Conductor: 0.F.C. tinned copper

Cond. insulation: PPE

Core colour: White

Inner sheath: Special conductive PVC

Shield: Spiral covering 100% O.F.C. red copper
Sheath: PVC

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
1X0,50
C285 1 (20 AWG) 7X0,30 17 6,2 100 B 4,6 45 110 49 -15/+70
GSSAU BLACK
-
PART NR. COLOR LENGTH PACK. UNIT
GSSAU03 BLACK 25M 1 ‘\\:: )
GSSAUOS |  BLACK 50M 1 =
GSSAU09 BLACK 10M 1
GSSAU12 BLACK 12M 1

Je



Group, Jack-Jack Guitar Cable

Cable Tasker G285
Neutrik NP2X-B — NP2RX-AU-Silent

APPLICATIONS
Flexible cable with inner sheath in conductive
PVC, for guitars and musical instruments.

CHARACTERISTICS

Conductor: 0.F.C. tinned copper

Cond. insulation: PPE

Core colour: White

Inner sheath: Special conductive PVC

Shield: Spiral covering 100% 0.F.C. red copper
Sheath: PVC

o

NP2RX-AU-Silent

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
1X0,50
€285 1 (20 AWG) 7X0,30 17 6,2 100 B 4,6 45 110 49 -15/+70
GSSAU BLACK
PART NR. COLOR LENGTH PACK. UNIT |
\ |
GSAUS03 BLACK 25M 1
= /
GSAUSO6 | BLACK 50M 1 V=
GSAUS09 BLACK 10M 1
GSAUS12 BLACK 12M 1

Jeyng
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Group, Jack-Jack Guitar Cable

Cable Tasker G285
Neutrik NP2X-B-CRYSTAL — Neutrik NP2X-B-CRYSTAL

APPLICATIONS
Flexible cable with inner sheath in conductive
PVC, for guitars and musical instruments.

CHARACTERISTICS

Conductor: 0.F.C. tinned copper

Cond. insulation: PPE

Core colour: White

Inner sheath: Special conductive PVC

Shield: Spiral covering 100% O.F.C. red copper

/ \ Sheath: PVC

NP2X-B-CRYSTAL NP2X-B-CRYSTAL

Je
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TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
1X0,50
C285 1 (20 AWG) 7X0,30 17 6,2 100 B 4,6 45 110 49 -15/+70
GSSAU BLACK
-
PART NR. COLOR LENGTH PACK. UNIT
CRYSTO3 BLACK 25M 1 \\:_: )
CRYSTOS |  BLACK 50M 1 =
CRYST09 BLACK 10M 1
CRYST12 BLACK 12M 1




Group, Jack-Jack Guitar Cable

Cable Tasker TSK1031
Neutrik NP2X — NP2X

APPLICATIONS
Professional audio cable for musical instruments, with conductive shield and
high density dielectric.

CHARACTERISTICS
Conductor: 0.F.C. tinned copper
Cond. insulation: PPE

Core colour: White

Special screen: Carbon-PVC
Shield: Spiral covering 100% 0.F.C. red copper
Sheath: Flame Retardant PVC GEI 20-22/11°

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY TEST VOLTAGE MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt \ AC-V °C
TSK 1031 1 1X0.50 16X0,20 45 73 100 B 6,5 45 70 1000 49 -15/+70
(20 AWG) ’ ’ ; :

TSK31 NIGHT BLUE

PART NR. COLOR LENGTH PACK. UNIT
TSK3103 NIGHT BLUE 25M 1
TSK3106 NIGHT BLUE 50M 1
TSK3109 NIGHT BLUE 0M 1
TSK3112 NIGHT BLUE 12M 1

Jeyng



Group, Jack-Jack Guitar Cable

Cable Tasker TSK1032

Neutrik NP2X-B-NP2X-B

APPLICATIONS
Professional audio cable for musical instruments, with conductive shield and
high density dielectric.

CHARACTERISTICS

Conductor: 0.F.C. tinned copper

Cond. insulation: PPE

Core colour: White

Special screen: Carbon-PVC

Shield: Spiral covering 100% O.F.C. red copper
Sheath: Flame Retardant PVC CEI 20-22/11°

Tasker 1032 High quality guitar cable has the ability to reproduce a music signal in its original form, respecting the timbres of the instruments, acute and high notes and low ones in

particular.

This high-quality transmission depends on both precious and special materials used and the particular construction of the cable:

-the number of extremely thin wires pure OFC copper that make up the central conductor and guarantee not only an important section and a low electrical resistance but also a very
good flexibility

-the thickness of the insulating material in neutral polythene with high dielectric characteristics which allows the low capacity of the cable

-the double differentiated shielding because constituted by a first and special sheath thermoplastic added mineral and highly conductive, which in addition to the shielding effect
has the function to filter the transmitted signal; a second braided shield of pure copper OFC that ensures the total coverage and the shielding effect from the noise and external
disturbances.

-the outer sheath is particularly sturdy and soft of elevated thickness which allows the cable to withstand the most extreme stress such as twisting, poaching, the fold and the return
of the cable and in particular to absorb the shocks, as well as making a pleasant feeling to the touch.

TASKER® COND. NOMINAL COND. EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY TEST VOLTAGE MAX RATED OPERATIVE
G) CODE NUMBER SECTION FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/SHIELD VOLTAGE TEMPERATURE
% mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt \ AC-V °C
Q X055 | 70X0,10
= . , -
TSK 1032 1 (20 AWG) MULTIWIRE 45 72 100 B 6,5 45 70 1000 49 15/+70
TSK1032 NIGHT BLUE
PART NR. COLOR LENGTH PACK. UNIT
TSK3203 NIGHT BLUE 25M 1
TSK3206 NIGHT BLUE 50M 1
TSK3209 NIGHT BLUE 10M 1
TSK32012 | NIGHT BLUE 12M 1




Group, Cinch-Cinch

Cable Tasker C220
Neutrik 2x NF2CB — 2x NF2CB

APPLICATIONS

Divisible shielded flat cable for professional head-phones and for sound
reproduction. Suitable for the realization of high quality audio assembly.
Low capacity cable.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent

Shields: Braided covering 100% O.F.C. tinned copper
Sheath: PVC

S|

/ o

2x NF2CB 2x NF2CB

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€220 2 2%0.25 8X0,20 1,6 50X10,3 100 B 6,0 75 42 130 49 -15/+70
(23 AWG) ’ ’ ! ’ !
NF2CB220 YELLOW NF2CB220 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NF2CB220 | YELLOW 03M 1 NF2CB220 RED 03M 1
NF2CB220 | YELLOW 06M 1 NF2CB220 RED 06M 1
NF2CB220 | YELLOW 1.0M 1 NF2CB220 RED 1.0M 1
NF2CB220 | YELLOW 20M 1 NF2CB220 RED 20M 1
NF2CB220 | YELLOW 50M 1 NF2CB220 RED 50M 1
NF2CB220 BLUE NF2CB220 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NF2CB220 BLUE 03M 1 NF2CB220 GREEN 03M 1
NF2CB220 BLUE 06M 1 NF2CB220 GREEN 06M 1
NF2CB220 BLUE 1.0M 1 NF2CB220 GREEN 1.0M 1
NF2CB220 BLUE 20M 1 NF2CB220 GREEN 20M 1
NF2CB220 BLUE 50M 1 NF2CB220 GREEN 50M 1




/

RCA NYS

Cable Tasker C121

2x RCANYS - 373R +B

™

NYS 373R +B

Group, Cinch-Cinch

APPLICATIONS
Divisible shielded flat cable for professional headphones and for sound

reproduction. Suitable for the realization of high quality audio assembly.
Low capacity cable.

CHARACTERISTICS
Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, White
Shields: Spiral covering 100% 0.F.C. red copper
Sheath: PVC

TASKER® | COND. | NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE | NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
121 2 2X025 | gy 59 23 45X9,0 100 B 55 75 36 % 49 -15/+70
(23AWG) ’ ! PR "
RSP121 BLACK RSP121 RED
PARTNR. | COLOR LENGTH PACK. UNIT PARTNR. | COLOR LENGTH PACK. UNIT
RSP121 BLACK 05M 1 ( - RSP121 RED 05M 1
RSP121 BLACK 1.0M 1 * ) RSP121 RED 1.0M 1
RSP121 BLACK 20M 1 K H\\:‘.__:_ RSP121 RED 20M 1
RSP121 BLACK 50M 1 RSP121 RED 50M 1
ﬁ RSP121 BLACK 80M 1 RSP121 RED L 1
RSP121 YELLOW RSP121 GREEN
PARTNR. | COLOR LENGTH PACK. UNIT PARTNR. | COLOR LENGTH PACK. UNIT
RSP121 YELLOW 05M 1 RSP121 GREEN 05M 1
RSP121 YELLOW 1.0M 1 RSP121 GREEN 1.0M 1
RSP121 YELLOW 20M 1 RSP121 GREEN 20M 1
RSP121 YELLOW 50M 1 RSP121 GREEN 50M 1
RSP121 YELLOW 80M 1 RSP121 GREEN 80M 1
RSP121 BLUE
PARTNR. | COLOR LENGTH PACK. UNIT
RSP121 BLUE 05M 1
RSP121 BLUE 1.0M 1
RSP121 BLUE 20M 1
RSP121 BLUE 50M 1
RSP121 BLUE L 1




Group, Jack-Cinch

Cable Tasker C121
Tasker 2x RCA NYS 373 — 2x NP2X -B

APPLICATIONS

Divisible shielded flat cable for professional headphones and for sound
reproduction. Suitable for the realization of high quality audio assembly.
Low capacity cable.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, White

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

S|

/

RCA NYS 373

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c121 2 2%0.25 8X0,20 23 45X9,0 100 B 55 75 36 96 49 -15/+70
(23 AWG) ’ ’ e i
MXMXR121 BLACK MXMXR121 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MXMXR121 BLACK 03M 1 ( MXMXR121 RED 03M 1
MXMXR121 BLACK 06M 1 \Q /I MXMXR121 RED 06M 1
MXMXR121 BLACK 1.0M 1 ke % MXMXR121 RED 1.0M 1
MXMXR121 BLACK 20M 1 MXMXR121 RED 20M 1
MXMXR121 BLACK 50M 1 MXMXR121 RED 50M 1

MXMXR121 YELLOW MXMXR121 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MXMXR121 | YELLOW 03M 1 MXMXR121 GREEN 0.3M 1

MXMXR121 | YELLOW 06M 1 MXMXR121 GREEN 06M 1

MXMXB121 | YELLOW 1.0M 1 MXMXR121 GREEN 1.0M 1

MXMXR121 | YELLOW 20M 1 MXMXR121 GREEN 20M 1

MXMXR121 | YELLOW 50M 1 MXMXR121 GREEN 50M 1

MXMXR121 BLUE

PART NR. COLOR LENGTH PACK. UNIT

MXMXR121 BLUE 03M 1

MXMXR121 BLUE 06M 1

MXMXR121 BLUE 1.0M 1

MXMXR121 BLUE 20M 1

MXMXR121 BLUE 50M 1
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Cable Tasker C118

Tasker 2x RCA NYS 373 — 2x NC3MXX

Group, Cinch-XLR

/

2x RCA NYS 373

™~

2x NC3MXX

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colours: Black, Red, Blue, Yellow, Green, White

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C118 2 2X0,14 18X0,10 14 29X58 100 B 28 130 65 ] 49 -15/+70
(26 AWG) ’ ’ o !
MXSPR118 BLACK MXSPR118 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MXSPR118 BLACK 03M 1 ( - MXSPR118 RED 03M 1

MXSPR118 BLACK 06M 1 * ) MXSPR118 RED 06M 1

MXSPR118 BLACK 1.0M 1 \ % MXSPR118 RED 1.0M 1

MXSPR118 BLACK 20M 1 MXSPR118 RED 20M 1

MXSPR118 BLACK 50M 1 MXSPR118 RED 50M 1

MXSPR118 YELLOW MXSPR118 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

MXSPR118 | YELLOW 03M 1 MXSPR118 GREEN 03M 1

MXSPR118 | YELLOW 06M 1 MXSPR118 GREEN 06M 1

MXSPR118 | YELLOW 1.0M 1 MXSPR118 GREEN 1.0M 1

MXSPR118 | YELLOW 20M 1 MXSPR118 GREEN 20M 1

MXSPR118 | YELLOW 50M 1 MXSPR118 GREEN 50M 1

MXSPR118 BLUE

PART NR. COLOR LENGTH PACK. UNIT

MXSPR118 BLUE 03M 1

MXSPR118 BLUE 06M 1

MXSPR118 BLUE 1.0M 1

MXSPR118 BLUE 20M 1

MXSPR118 BLUE 50M 1



Group, Cinch-XLR

Cable Tasker C121
2x Neutrik NC3FXX — 2x RCA NYS 373

APPLICATIONS

Divisible shielded flat cable for professional headphones and for sound
reproduction. Suitable for the realization of high quality audio assembly.
Low capacity cable.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, White

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

S|

/ o

2x NC3FXX 2x RCA NYS 373

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c121 2 2%0.25 8X0,20 23 45X9,0 100 B 55 75 36 96 49 -15/+70
(23 AWG) ’ ’ e i
FXXSP121 BLACK FXXSP121 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
FXXSP121 BLACK 03M 1 ( FXXSP121 RED 03M 1
FXXSP121 BLACK 06M 1 \Q /I FXXSP121 RED 06M 1
FXXSP121 BLACK 1.0M 1 ke % FXXSP121 RED 1.0M 1
FXXSP121 BLACK 20M 1 FXXSP121 RED 20M 1
FXXSP121 BLACK 50M 1 FXXSP121 RED 50M 1
FXXSP121 YELLOW FXXSP121 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
FXXSP121 YELLOW 03M 1 FXXSP121 GREEN 0.3M 1
FXXSP121 YELLOW 06M 1 FXXSP121 GREEN 06M 1
FXXSP121 YELLOW 1.0M 1 FXXSP121 GREEN 1.0M 1
FXXSP121 YELLOW 20M 1 FXXSP121 GREEN 20M 1
FXXSP121 YELLOW 50M 1 FXXSP121 GREEN 50M 1
FXXSP121 BLUE
PART NR. COLOR LENGTH PACK. UNIT
FXXSP121 BLUE 03M 1
FXXSP121 BLUE 06M 1
FXXSP121 BLUE 1.0M 1
FXXSP121 BLUE 20M 1
FXXSP121 BLUE 50M 1
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Group, Audio Adapters

Cable Tasker C301
Neutrik NC3FXX BAG — NC3FXX BAG Adapter, Groundlift, Polarity Inversion

APPLICATIONS

Double sheathed balanced low capacity microphone cable for audio and
Broadcast. Extra flex cable with double density sheath, suitable for the
realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact XLPE

Core colours: Red, Transparent Textile filler between conductors
Drain wire: 0.F.C. tinned copper

/ \ Shield: Spiral covering 100% O.F.C. red copper

NC3FXX BAG NC3FXX BAG

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€301 2 1 )((0222)2 4 28X0,10 11 6,0 100 B 5,0 90 75 160 49 -15/+70
CABLE TASKER C301 CABLE TASKER C301
CONNECTORS NEUTRIK NC3FXX BAG — NC3FXX BAG K—‘ CONNECTORS NEUTRIK NC3MXXBAG-NC3MXXBAG K—‘
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
= =
FXXRX301BAG BLACK 1.0M 1 - — MMBAG301 BLACK 0.20 1 e —
R R
FXXRX301BAG BLACK 20M 1
— FXXRX301BAG BLACK 3.0M 1
O
£ ]
(92}
CABLE TASKER C301 CABLE TASKER C301
CONNECTORS NEUTRIK NC3FXX BAG-NC3MXX BAG CONNECTORS NEUTRIK NC3FXX BAG-NC3MXX BAG
WITH GROUND LIFT. ”~ - WITH POLARITY INVERSION. ”~ -
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
= =
MFBAG301 BLACK () 1 A ‘-\:__"‘-‘:‘._ MFBAG301 BLACK 0.20 1 A ‘-\:__"‘-‘:‘._




Group, Audio Adapters

Cable Tasker C121
Neutrik NC3FXX — NC3MXX — NP3X

APPLICATIONS

Divisible shielded flat cable for professional headphones and for sound
reproduction. Suitable for the realization of high quality audio assembly.
Low capacity cable.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, White

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

s eatll

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c121 2 2X025 8X0,20 23 45X9,0 100 B 55 75 36 96 49 -15/+70
(23AWG) , : 5 X9, :
FXMXN121 BLACK FXMXN121 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

FXMXN121 BLACK 03M 1 /— 3 FXMXN121 RED 03M 1

FXMXN121 BLACK 06M 1 | FXMXN121 RED 06M 1

= /
FXMXN121 BLACK 1.0M 1 e —— FXMXN121 RED 1.0M 1
=

FXMXN121 BLACK 20M 1 FXMXN121 RED 20M 1 QO

FXMXN121 BLACK 50M 1 FXMXN121 RED 50M 1 gl-
=
wn
FXMXN121 YELLOW FXMXN121 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

FXMXN121 YELLOW 03M 1 FXMXN121 GREEN 03M 1

FXMXN121 YELLOW 06M 1 FXMXN121 GREEN 0.6M 1

FXMXN121 YELLOW 1.0M 1 FXMXN121 GREEN 1.0M 1

FXMXN121 YELLOW 20M 1 FXMXN121 GREEN 20M 1

FXMXN121 YELLOW 50M 1 FXMXN121 GREEN 50M 1

FXMXN121 BLUE

PART NR. COLOR LENGTH PACK. UNIT

FXMXN121 BLUE 03M 1

FXMXN121 BLUE 06M 1

FXMXN121 BLUE 1.0M 1

FXMXN121 BLUE 20M 1

FXMXN121 BLUE 50M 1
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Group, Audio Adapters

Cable Tasker C308
Neutrik 4x NC3FXX BAG — 4x NC3MXX BAG — 8x NP3X BAG

APPLICATIONS

Professional extra flex shielded multipair cables with individually shielded
and insulated pairs for fixed and mobile laying, in studio installations for
connections of audio mixers and direction benches and for the realization of
extensions and audio balanced multi-sockets. The sheaths of the pairs are
all black and numbered, in order to make their identification easier during
the installation phase.

o~

/ 8x NP3XBAG
4x NC3MXXBAG

4x NC3FXXBAG

CHARACTERISTICS

Conductors: 0.F.C. red copper Drain wire: 0.F.C. tinned copper

Cond. insulation: Solid PE Pair colours: White, Red Total Shield: Braided 0.F.C. red copper covering 85%
Drain wire: 0.F.C. tinned copper Total Sheath: PVC

Pair Shields: Spiral covering 100% O.F.C. red copper Sheath colour: Black

Inner sheaths: PVC
Ins. colours: Black and numbered

TASKER® COND. NOMINAL COND. E)S:f : EXTER- EXTERNAL CABLE REEL OR SPOOL
CODE NUMBER SECTION FORMAT. CORE NAL DIAMETER COND. NUMBER
mm? mm. @ mm. @ mm. mm. mt. Type Kg.
8X2X24
€308 8X2 0,22 MVR) 28X0,20 1,0 3,0 13,0 100 ] 29,0
—
- @
-
wn
CONDUCTOR CAPACITY CAPACITY VELOCITY OF MAX RATED OPERATIVE
CORE/CORE CORE/SHIELD PROPAGATION VOLTAGE AC-V | TEMPERATURE
QO/Km + 5% pF/mt pF/mt % AC-V °C
90 75 160 66 49 -15/+70
FXMXN308 BLACK
PART NR. COLOR LENGTH PACK. UNIT
FXMXN308 BLACK 1.0M 1 ( »
FXMXN308 BLACK 20M 1 S )
‘\“1—.
FXMXN308 BLACK 25M 1 \ ‘:-..\"‘h:‘
FXMXN308 BLACK 50M 1
FXMXN308 BLACK 80M 1
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Group, Audio Adapters

Cable Tasker C316
Neutrik 16x NP2X BAG — 8x NP3X BAG

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Solid PE

Pair colours: White, Red

Drain wire: 0.F.C. tinned copper

Pair Shields: Spiral covering 100% O.F.C. red copper
Inner sheaths: PVC

Ins. colours: Black and numbered

Drain wire: 0.F.C. tinned copper

Total Shield: Braided 0.F.C. red copper covering 85%
T

/ N

16x NP2X BAG 8x NP3X BAG

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€316 16X2 16()(()22;()24 18X0,10 1,0 30 3,0 50 6,0 130 70 125 49 -15/+70
NP2N316 BLACK

PART NR. COLOR LENGTH PACK. UNIT

NP2N316 BLACK 1.0M 1 (

NP2N316 BLACK 20M 1 \Q /I

NP2N316 BLACK 25M 1 \ %

NP2N316 BLACK 50M 1

NP2N316 BLACK 80M 1

sJoyde



Group, Audio Adapters

Cable Tasker C118
Neutrik 1x NP3X — 2x NP2X

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colours: Black, Red, Blue, Yellow, Green, White

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C118 2 2X0,14 18X0,10 14 29X58 100 B 28 130 65 ] 49 -15/+70
(26 AWG) ’ ’ o !
NPNP18 BLACK NPNP18 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NPNP18 BLACK 1.0M 1 ( - NPNP18 RED 1.0M 1
NPNP18 BLACK 20M 1 * ) NPNP18 RED 20M 1
NPNP18 BLACK 25M 1 \ % NPNP18 RED 25M 1
NPNP18 BLACK 40M 1 NPNP18 RED 40M 1
@ NPNP18 BLACK 50M 1 NPNP18 RED 50M 1
NPNP18 YELLOW NPNP18 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NPNP18 YELLOW 1.0M 1 NPNP18 GREEN 1.0M 1
NPNP18 YELLOW 20M 1 NPNP18 GREEN 20M 1
NPNP18 YELLOW 25M 1 NPNP18 GREEN 25M 1
NPNP18 YELLOW 40M 1 NPNP18 GREEN 40M 1
NPNP18 YELLOW 50M 1 NPNP18 GREEN 50M 1
NPNP18 BLUE
PART NR. COLOR LENGTH PACK. UNIT
NPNP18 BLUE 1.0M 1
NPNP18 BLUE 20M 1
NPNP18 BLUE 25M 1
NPNP18 BLUE 40M 1
NPNP18 BLUE 50M 1




Group, Audio Adapters

Cable Tasker C308
Neutrik 8x NP2X BAG — 4x NP3X BAG

APPLICATIONS

Professional extra flex shielded multipair cables with individually shielded
and insulated pairs for fixed and mobile laying, in studio installations for
connections of audio mixers and direction benches and for the realization of
extensions and audio balanced multi-sockets. The sheaths of the pairs are
all black and numbered, in order to make their identification easier during
the installation phase.

/ .

8x NP3X BAG 4x NP3X BAG

CHARACTERISTICS

Conductors: 0.F.C. red copper Drain wire: 0.F.C. tinned copper

Cond. insulation: Solid PE Pair colours: White, Red Total Shield: Braided 0.F.C. red copper covering 85%
Drain wire: 0.F.C. tinned copper Total Sheath: PVC

Pair Shields: Spiral covering 100% O.F.C. red copper Sheath colour: Black

Inner sheaths: PVC
Ins. colours: Black and numbered

TASKER® COND. NOMINAL COND. E):::f i EXTER- EXTERNAL CABLE REEL OR SPOOL
[HiD]3 NUMBER SECTION FORMAT. CORE NAL DIAMETER COND. NUMBER
mm? mm. @ mm. @ mm. mm. mt. Type Kg.
8X2X24
€308 8X2 0,22 MVR) 28X0,20 1,0 3,0 13,0 100 ] 29,0
QO
©
—
)
-
wn
CONDUCTOR CAPACITY CAPACITY VELOCITY OF MAX RATED OPERATIVE
CORE/CORE CORE/SHIELD PROPAGATION VOLTAGE AC-V | TEMPERATURE
QO/Km + 5% pF/mt pF/mt % AC-V °C
90 75 160 66 49 -15/+70
NP3NP308 BLACK

PART NR. COLOR LENGTH PACK. UNIT

NP3NP308 BLACK 1.0M 1 I
S
———

NP3NP308 BLACK 20M 1 |
NP3NP308 BLACK 25M 1 \ /
NP2NP308 BLACK 50M 1
NP2NP308 BLACK 80M 1




Group, Audio Adapters

Cable Tasker C118

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

\ Sheath colours: Black, Red, Blue, Yellow, Green, White

NYS373

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C118 2 2X0,14 18X0,10 14 29X58 100 B 28 130 65 ] 49 -15/+70
(26 AWG) ’ ’ o !
NPSP18 BLACK NPSP18 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NPSP18 BLACK 1.0M 1 ( - NPSP18 RED 1.0M 1
NPSP18 BLACK 20M 1 * ) NPSP18 RED 20M 1
NPSP18 BLACK 25M 1 \ % NPSP18 RED 25M 1
NPSP18 BLACK 40M 1 NPSP18 RED 40M 1
— NPSP18 BLACK 50M 1 NPSP18 RED 50M 1
%
NPSP18 YELLOW NPSP18 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NPSP18 YELLOW 1.0M 1 NPSP18 GREEN 1.0M 1
NPSP18 YELLOW 20M 1 NPSP18 GREEN 20M 1
NPSP18 YELLOW 25M 1 NPSP18 GREEN 25M 1
NPSP18 YELLOW 40M 1 NPSP18 GREEN 40M 1
NPSP18 YELLOW 50M 1 NPSP18 GREEN 50M 1
NPSP18 BLUE
PART NR. COLOR LENGTH PACK. UNIT
NPSP18 BLUE 1.0M 1
NPSP18 BLUE 20M 1
NPSP18 BLUE 25M 1
NPSP18 BLUE 40M 1
NPSP18 BLUE 50M 1




Group, Audio Adapters

Cable Tasker C118
Neutrik 2x NP2X — 1x NYS 231L

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colours: Black, Red, Blue, Yellow, Green, White

™

NYS 231L

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C118 2 2X0,14 18X0,10 14 29X58 100 B 28 130 65 ] 49 -15/+70
(26 AWG) ’ ’ o !
NPSP55118 BLACK NPSP55118 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NPSP55118 BLACK 1.0M 1 ( NPSP55118 RED 1.0M 1
NPSP55118 BLACK 20M 1 \Q /I NPSP55118 RED 20M 1
NPSP55118 BLACK 25M 1 ke % NPSP55118 RED 25M 1
NPSP55118 BLACK 40M 1 NPSP55118 RED 40M 1 QO
NPSP55118 BLACK 50M 1 NPSP55118 RED 50M 1 -91-

3
NPSP55118 YELLOW NPSP55118 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
NPSP55118 |  YELLOW 1.0M 1 NPSP55118 GREEN 1.0M 1
NPSP55118 |  YELLOW 20M 1 NPSP55118 GREEN 20M 1
NPSP55118 | YELLOW 25M 1 NPSP55118 GREEN 25M 1
NPSP55118 | YELLOW 40M 1 NPSP55118 GREEN 40M 1
NPSP55118 | YELLOW 50M 1 NPSP55118 GREEN 50M 1

NPSP55118 BLUE

PART NR. COLOR LENGTH PACK. UNIT
NPSP55118 BLUE 1.0M 1
NPSP55118 BLUE 20M 1
NPSP55118 BLUE 25M 1
NPSP55118 BLUE 40M 1
NPSP55118 BLUE 50M 1
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Group, Audio Adapters

Cable Tasker C118
1x NYS 231L — 2x NYS 373

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

/ \ Sheath colours: Black, Red, Blue, Yellow, Green, White

NYS 231L NYS 373

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C118 2 2X0,14 18X0,10 14 29X58 100 B 28 130 65 ] 49 -15/+70
(26 AWG) ’ ’ o !
SP5562118 BLACK SP5562118 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
SP5562118 BLACK 0.75M 1 ( - SP5562118 RED 0.75M 1
SP5562118 BLACK 150 M 1 * ) SP5562118 RED 1.50M 1
SP5562118 BLACK 250M 1 \ % SP5562118 RED 250M 1
SP5562118 BLACK 5.00M 1 SP5562118 RED 5.00M 1

— SP5562118 BLACK 750M 1 SP5562118 RED 750 M 1
%)
SP5562118 YELLOW SP5562118 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
SP5562118 |  YELLOW 0.75M 1 SP5562118 GREEN 0.75M 1
SP5562118 |  YELLOW 150 M 1 SP5562118 GREEN 1.50M 1
SP5562118 | YELLOW 250M 1 SP5562118 GREEN 250M 1
SP5562118 | YELLOW 5.00 M 1 SP5562118 GREEN 5.00M 1
SP5562118 |  YELLOW 750 M 1 SP5562118 GREEN 750M 1

SP5562118 BLUE

PART NR. COLOR LENGTH PACK. UNIT
SP5562118 BLUE 0.75M 1
SP5562118 BLUE 1.50 M 1
SP5562118 BLUE 250M 1
SP5562118 BLUE 500M 1
SP5562118 BLUE 750 M 1




Group, Audio Adapters

Cable Tasker C118
1x NYS 231L — 2x Neutrik NC3FXX

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

/ Sheath colours: Black, Red, Blue, Yellow, Green, White

NYS 231L

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C118 2 2X0,14 18X0,10 14 29X58 100 B 28 130 65 ] 49 -15/+70
(26 AWG) ’ ’ o !
SP55FX118 BLACK SP55FX118 RED

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT

SP55FX118 BLACK 0.75M 1 ( SP55FX118 RED 0.75M 1

SP55FX118 BLACK 150 M 1 \Q /I SP55FX118 RED 1.50M 1

SP55FX118 BLACK 250M 1 ke % SP55FX118 RED 250M 1

SP55FX118 BLACK 5.00 M 1 SP55FX118 RED 5.00M 1

SP55FX118 BLACK 750 M 1 SP55FX118 RED 750M 1

SP55FX118 YELLOW SP55FX118 GREEN

PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
SP55FX118 | YELLOW 0.75M 1 SP55FX118 GREEN 0.75M 1
SP55FX118 | YELLOW 150 M 1 SP55FX118 GREEN 1.50M 1
SP55FX118 | YELLOW 250 M 1 SP55FX118 GREEN 250M 1
SP55FX118 | YELLOW 5.00 M 1 SP55FX118 GREEN 5.00M 1
SP55FX118 | YELLOW 750 M 1 SP55FX118 GREEN 750M 1

SP55FX118 BLUE

PART NR. COLOR LENGTH PACK. UNIT
SP55FX118 BLUE 0.75M 1
SP55FX118 BLUE 1.50 M 1
SP55FX118 BLUE 250 M 1
SP55FX118 BLUE 500M 1
SP55FX118 BLUE 750 M 1
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Group, Audio Adapters

Cable Tasker C121
Tasker NYS 231L — Neutrik 2x NC3MXX

APPLICATIONS

Divisible shielded flat cable for professional headphones and for sound
reproduction. Suitable for the realization of high quality audio assembly.
Low capacity cable.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: Compact PE

Core colours: Red, White

Shields: Spiral covering 100% 0.F.C. red copper

/ \ Sheath: PVC

NYS 231L 2x NC3MXX

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
c121 2 2%0.25 8X0,20 23 45X9,0 100 B 55 75 36 96 49 -15/+70
(23 AWG) " ’ e i
SP55MX121 BLACK SP55MX121 RED
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MX121 BLACK 0.75M 1 ( - MX121 RED 0.75M 1
MX121 BLACK 150 M 1 * ) MX121 RED 1.50M 1
MX121 BLACK 250M 1 \ % MX121 RED 250M 1
MX121 BLACK 5.00M 1 MX121 RED 5.00M 1
MX121 BLACK 750M 1 MX121 RED 750M 1
SP55MX121 YELLOW SP55MX121 GREEN
PART NR. COLOR LENGTH PACK. UNIT PART NR. COLOR LENGTH PACK. UNIT
MX121 YELLOW 0.75M 1 MX121 GREEN 0.75M 1
MX121 YELLOW 150 M 1 MX121 GREEN 1.50M 1
MX121 YELLOW 250M 1 MX121 GREEN 250M 1
MX121 YELLOW 5.00 M 1 MX121 GREEN 5.00M 1
MX121 YELLOW 750 M 1 MX121 GREEN 750M 1

SP55MX121 BLUE
PART NR. COLOR LENGTH PACK. UNIT

MX121 BLUE 0.75M 1
MX121 BLUE 150M 1
MX121 BLUE 250 M 1
MX121 BLUE 5.00M 1
MX121 BLUE 7.50 M 1




Group, Audio Adapters

Cable Tasker C118
2x NYS373 — 1x NYS372

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

/ \ Sheath colours: Black, Red, Blue, Yellow, Green, White

NYS373 NYS372

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
C118 2 2X0,14 18X0,10 14 29X58 100 B 28 130 65 ] 49 -15/+70
(26 AWG) , ; L9X5, ’
ATTCT BLACK

PART NR. COLOR LENGTH PACK. UNIT

M

" \

ATTCT BLACK 0.20M 1
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/

NYS373

Cable Tasker C118
1x NYS373 — 2x NYS372

~

NYS372

Group, Audio Adapters

APPLICATIONS
Divisible shielded flat cable for head-phones and for sound reproduction.
Suitable for the realization of audio assembly.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Red, Yellow

Shields: Spiral covering 100% O.F.C. red copper
Sheath: PVC

Sheath colours: Black, Red, Blue, Yellow, Green, White

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
Cc118 2 2X0.14 18X0,10 14 2,9X58 100 B 28 130 65 280 49 -15/+70
(26 AWG) , ; L9X5, ’
ARTCC BLACK K‘
PART NR. COLOR LENGTH PACK. UNIT
\& )
L '-E-._
ARTCC BLACK ()




Group, Audio Adapters

Cable Tasker C220
Neutrik 2x NC3MXX — 2x NC3FXX

APPLICATIONS

Divisible shielded flat cable for professional head-phones and for sound
reproduction. Suitable for the realization of high quality audio assembly.
Low capacity cable.

CHARACTERISTICS

Conductors: n. 1 0.F.C. red copper n. 1 0.F.C. tinned copper
Cond. insulation: Compact PE

Core colours: Transparent

Shields: Braided covering 100% O.F.C. tinned copper
Sheath: PVC

/ N

NC3FXX NC3MXX

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY MAX RATED OPERATIVE
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER RESISTANCE CORE/CORE CORE/SHIELD VOLTAGE TEMPERATURE
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% pF/mt pF/mt AC-V °C
€220 2 2%0.25 8X0,20 1,6 50X10,3 100 B 6,0 75 42 130 49 -15/+70
(23 AWG) , B A ;i A +
MXFXC220
PART NR. COLOR LENGTH PACK. UNIT ”~
MXFXC220 RED 0.20M 1 !
\\“'\-h
MXFXC220 | YELLOW 0.20M 1 — /
\ E
MXFXC220 GREEN 0.20M 1 =
MXFXC220 BLUE 0.20M 1

sJeyd
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Group, Speaker Jack-Jack

Cable Tasker C265 Speaker cable

Neutrik NP2X — NP2X

APPLICATIONS
Round flexible loudspeaker cables with double Conformity density sheath,
suitable for speakon, banana and other audio connectors.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Black, Red

1° Sheath: White soft PVC

II° Sheath: PVC

Total sheath colours: Black, Grey-pale blue

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% AC-V °C
€265 2 1X1,00 32X0,20 2,6 72 100 B 8,0 Al 49 -15/+70
(17 AWG) ’ ’ ’ !
NPNPX265 BLACK
PART NR. COLOR LENGTH PACK. UNIT
NPNPX265 BLACK 20M 1 ( -
NPNPX265 BLACK 25M 1
NPNPX265 BLACK 50M 1 \%, )
. L '-E-._
NPNPX265 BLACK 80M 1
NPNPX265 BLACK 120M 1
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Group, Speaker Jack-Jack

Cable Tasker TSK 1125
Neutrik NP2X — NP2X

APPLICATIONS

Coaxial shielded audio cables with same size conductor and shield, for assembly
on Jack mono connectors @ mm. 6,3 and XLR Male/Female. Anti-slot cables with
sheath made in special extremely soft PVC. Cables realized for sound diffusion
audio equipment, in conference rooms, offices and for Audio assemblies of racks
in recording studios; for connection of professional loudspeakers, mixers during
musical events, concerts, sport events and public square shows. Adviced for
connection of Speakon and other tasker® XLR and Jack Metal connectors.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact PE
Core colours: Gre!

TASKER® | COND. | NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL P —— CAPACITY CAPACITY
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm?2 mm. @ mm. mm. mt. Type Kg. Q/KM + 5% PF/MT PF/MT
1X0,25
TSK 1125 1 (13ANG) 128X0,15 34 6,1 100 B 12 -15/470
NPCA2500 BLACK
PART NR. COLOR LENGTH PACK. UNIT
NPCA2502 | BLACK 2M 1 /"
NPCA2503 | BLACK 25M 1
. )
NPCA2505 | BLACK 5M 1 = y.
NPCA2509 | BLACK 10,0M 1 LA
NPCA2512 |  BLACK 12M 1
NPCA2524 |  BLACK 24M 1
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Group, Speaker Jack-Jack

Cable Tasker TSK1126
Neutrik NP2X — NP2X

APPLICATIONS

Coaxial shielded audio cables with same size conductor and shield, for assembly
on Jack mono connectors @ mm. 6,3 and XLR Male/Female. Anti-slot cables with
sheath made in special extremely soft PVC. Cables realized for sound diffusion
audio equipment, in conference rooms, offices and for Audio assemblies of racks
in recording studios; for connection of professional loudspeakers, mixers during
musical events, concerts, sport events and public square shows. Adviced for con-
nection of Speakon and other tasker® XLR and Jack Metal connectors.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact PE

TASKER® | COND. NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm? mm. @ mm. mm. mt. Type Kg. /KM + 5% PF/MT PF/MT
1X4,00
TSK1126 1 (11 AWG) 28X0,20 4,0 7,0 6
NPCA2600 BLACK
PART NR. COLOR LENGTH PACK. UNIT

NPCA2602 BLACK 2M 1

NPCA2603 BLACK 25M 1

NPCA2605 BLACK 5M 1 E )

NPCA2609 BLACK 100M 1 & % !
ﬁ NPCA2612 BLACK 12M 1
] NPCA2624 BLACK 24M 1




Group, Speaker Jack-SpeakOn

Cable Tasker C265
Neutrik NP2X — NL4FX

APPLICATIONS
Round flexible loudspeaker cables with double Conformity density sheath,
suitable for speakon, banana and other audio connectors.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Black, Red

1° Sheath: White soft PVC

1I° Sheath: PVC

Total sheath colours: Black, Grey-pale blue

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY

CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm? mm. @ mm. mm. mt. Type Kg. Q/Km + 5% AC-V °C
1X1,00
€265 2 (17 AWG) 32X0,20 2,6 72 100 B 8,0 21 49 -15/+70
NPNLF265 BLACK

PART NR. COLOR LENGTH PACK. UNIT

NPNLF265 BLACK 20M 1 (

NPNLF265 BLACK 25M 1 )

NPNLF265 BLACK 50M 1 :"'\:-\:._ /

: LA
NPNLF265 BLACK 80M 1
NPNLF265 BLACK 120M 1
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Group, Speaker Jack-SpeakOn

Cable Tasker TSK1125
Neutrik NP2X — NL4FX

APPLICATIONS

Coaxial shielded audio cables with same size conductor and shield, for assembly on
Jack mono connectors @ mm. 6,3 and XLR Male/Female. Anti-slot cables with sheath
made in special extremely soft PVC. Cables realized for sound diffusion audio
equipment, in conference rooms, offices and for Audio assemblies of racks in
recording studios; for connection of professional loudspeakers, mixers during musical
events, concerts, sport events and public square shows. Adviced for connection of
Speakon and other tasker® XLR and Jack Metal connectors.

CHARACTERISTICS
Conductors: 0.F.C. red copper
Cond. insulation: Compact PE

TASKER® NOMINAL EXTERNAL | EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY
CODE NUMBER | SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm? mm. @ mm. mm. mt. Type Kg. /KM + 5% PF/MT PF/MT
1X0,25
TSK 1125 1 (13AWG) 128X0,15 34 6,1 100 B 12 -15/+70
NPC02500 BLACK

PART NR. COLOR LENGTH PACK. UNIT

NPC02502 BLACK 2M 1 - 3
NPC02503 BLACK 25M 1

=

—~———

NPC02505 BLACK 5M 1

NPC02509 BLACK 100M 1 b
é NPC02512 BLACK 12M 1
5 NPC02524 BLACK 24M 1
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Group, Speaker SpeakOn-SpeakOn

Cable Tasker C275
Neutrik NL4FX — NL4FX

APPLICATIONS
Round flexible loudspeaker cables with double density sheath, suitable for
speakon, banana and other audio connectors.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Black, Red

1° Sheath: White soft PVC

1I° Sheath: PVC

Total sheath colours: Black, Grey-pale blue

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% AC-V °C
2X1,50
C275 2 (16 AWG) 48X 0,20 3,00 8,0 100 B 10,0 16 49 -15/+70
NLNLF275 BLACK
PART NR. COLOR LENGTH PACK. UNIT
NLNLF275 BLACK 20M 1 (
NPNLF275 BLACK 25M 1 )
NPNLF275 BLACK 50M 1 :"‘L\:__ /
. A
NPNLF275 BLACK 8.0M 1
NPNLF275 BLACK 120M 1
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Cable Tasker C276

Neutrik NL4FX — NL4FX

Group, Speaker SpeakOn-SpeakOn

APPLICATIONS
Round flexible loudspeaker cables with double density sheath, suitable for
speakon, banana and other audio connectors.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Black, Red

1° Sheath: White soft PVC

1I° Sheath: PVC

Total sheath colours: Black, Grey-pale blue

TASKER® | COND. | NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL J— CAPACITY CAPACITY
CODE | NUMBER | SECTION | FORMAT. | CORE DIAMETER COND. NUMBER CORE/CORE | CORE/SHIELD
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% AC-V °C
2X2,50
276 2 (13anG | B0X020 35 90 100 B 130 12 49 -15/470
NLA4FC276 BLACK

PARTNR. | COLOR | LENGTH | PACK.UNIT

NL4FC276 | BLACK 20M 1 - .

NL4FC276 | BLACK 25M 1

NL4FC276 | BLACK 50M 1 \‘:‘\:_-: )

NL4FC276 | BLACK 80M 1 i

NL4FC276 | BLACK 120M 1

NL4FC276 | BLACK 240M 1




Group, Speaker SpeakOn-SpeakOn

Cable Tasker C267
Neutrik NL4FX — NL4FX

APPLICATIONS
Round flexible loudspeaker cables with double density sheath, suitable for
speakon, banana and other audio connectors.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Black, Red

1° Sheath: White soft PVC

1I° Sheath: PVC

Total sheath colours: Black, Grey-pale blue

NL4FC267 BLACK 120M
NL4FC267 BLACK 240M

TASKER® COND. NOMINAL COND. EXTERNAL EXTERNAL CABLE REEL OR SPOOL CONDUCTOR CAPACITY CAPACITY
CODE NUMBER SECTION | FORMAT. CORE DIAMETER COND. NUMBER CORE/CORE CORE/SHIELD
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% AC-V °C
2X3,00
C267 2 (12 AWG) 96 X 0,20 39 9,8 100 B 14,5 9 49 -15/+70
NL4FC267 BLACK
PART NR. COLOR LENGTH PACK. UNIT
NL4FC267 BLACK 20M 1 -~
NL4FC267 BLACK 25M 1
— |
NL4FC267 BLACK 50M 1 \\::_ /
NL4FC267 BLACK 8.0M 1 LA
1
1
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Cable Tasker C277

Neutrik NL4FX — NL4FX

Group, Speaker SpeakOn-SpeakOn

APPLICATIONS
Round flexible loudspeaker cables with double density sheath, suitable for
speakon, banana and other audio connectors.

CHARACTERISTICS

Conductors: 0.F.C. red copper

Cond. insulation: PVC

Core colours: Black, Red

1° Sheath: White soft PVC

II° Sheath: PVC

Total sheath colours: Black, Grey-pale blue

TASKER® | COND. | NOMINAL | COND. | EXTERNAL | EXTERNAL CABLE REEL OR SPOOL F— CAPACITY CAPACITY
CODE | NUMBER | SECTION | FORMAT. | CORE DIAMETER COND. NUMBER CORE/CORE | CORE/SHIELD
mm? mm. 0 mm. mm. mt. Type Kg. Q/Km + 5% AC-V °C
2X4,00
c2r7 2 (11aWG | 128X020 42 108 50 B 8,0 6 49 15/+70
NL4FC277 BLACK

PARTNR. | COLOR | LENGTH | PACK.UNIT

NL4FC277 | BLACK 20M 1 - .

NL4FC277 | BLACK 25M 1

NL4FC277 | BLACK 50M 1 \‘:‘\:_-: )

NL4FC277 | BLACK 80M 1 i

NL4FC277 | BLACK 120M 1

NL4FC277 | BLACK 240M 1




Group, Speaker SpeakOn-SpeakOn

Cable Tasker C277
Neutrik NLT4FX — NLT4FX

APPLICATIONS
Round flexible loudspeaker cables with double density sheath, suitable for
s